| Chapter 224 _
LAND USE AND DEVELOPMENT

ARTICLEI =
General Pr_ovisions

§ 224.1.  Intent; title; establishment of
' controls. :

. ARTICLEI
Districts

§ 224-2. 7 Districts established.

§ 224-3.  Zoning Map; interpretation of
- boundaries.

ARTICLEIIT
Definitions and Word Usage

§224-4.  Word usage and
interpretation,

§ 224-5. Deﬁm‘tion's." '

. ARTICLE v
 R1 Low-Density Residential Dlstrmt

§'224-6-. Intent. -

§ 224-7. - Permitted uses.

§ 224.8.  Area, yard and bulk
' - regulations.

§224-9.  Exceptions. . _

§ 224-10. Impact staterient; flood

: damage prevention data.

§ 224-11. Landscapi_ng, buffers'and
o fences. o

§ 224-12, ~ Parking.-

ARTICLEV
R2 Moderate-Densny Residential Distnct

§ 224-13. Intent.

§224-14. Permitted uses.

§ 224.15. Area, yard and bulk
regulations.. '

§224-16., Exceptions.

§224-17. Impact statement ﬁood
o dam_age prevention data.

§224-18. Landscaping and buffers.
§ 224-19. Parking. |

_ ARTICLE VI .
R3 Medium-Density Restdential District .

§224.20, Intent.  °
§224-21. Permitted uses.

§224-22.  Area, yard and bulk

régulations
§224.23, Excepnons )
§ 224-24.  Other regulatlons '

- §224-25. Landscapx_na ’

§ 224-26. Parking.

ARTICLE VII
R4 High-Density Residential District

§224-27. Intent.
§224-28. Permitted uses.

§ 224-29. Area, yard and bulk
' regulatmns '

§ 224-30. Exceptxons
§224-31.  Other regulations.

o §22432, Landscaping, buffers and

fences.
§ 224-33. Péx_'king.
§ 224-34. Lighting.
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ARTICLE VII

R-FSH Residential Fair-Share

§ 224-35.
§ 224-36.
§224-37.

§ 224-38.
§224-39. -
§ 224-40.
§ 224-41.
§ 224-42.

Housing District

Intent.
Permitted uses.

Area, yard and bulk
regulations. .

Exceptions.

Other regulationé.'
Léndscapihg and fences.
Parking.

Lighting.

ARTICLE IX

C1 Central Business Commercial District

§ 224-43.
§ 224-44,
§ 224-45,

§ 224-46.
§ 224-47.
§ 224-48.
§ 224-49.
§ 224-50,

Intent.
Permitted uses.
Area, yard and bulk
regulations.

_Exceptions.

Other regul-ations.‘

‘Landscaping ana'_fences.
“Parking. '
"Lighting.

ARTICLEX

C2 Community Business District

§ 224-51,
§224-52.
§ 224-53,

§ 224-54.
§ 224-55,
§ 224-56.

§ 224-57.
§ 224-58.

Intent.

Permitted uses.

Area, yard and bulk
regulations. =
Excgpﬁons_. '

Other regulatibns. ‘
Landscaping, buffers and
fences.

Lighting.

Parking.

ARTICLE X1

C3 Marine Commercial District

| §224-59.
§ 224-60.
§ 224-61.

§ 224-62.
§ 224-63.
§ 224-64.

§ 224-65.
§ 224-66.

Intent.
Permitted uses.

Area, yard and bulk
regulations.

Other regulations.
Exceptions.

" Landscaping, buffers and

fences. -
Parking. -
Lighting.

ARTICLE X1

HC Highway Commercial District

§ 224-67.
§ 224-68.
§ 224-69.

§ 224-70.
§ 224-71.

§ 224.72..

Intent.

Permitted uses.
Area, yard and buik
regulations. '
Other regu]étiqns'.

Landscaping, buffers and
fences.

Parking.

ARTICLE XIIT -

DC Design Commercial District

§ 224-73.
§ 224-74.
§ 224.75.

Intent.
Permitted uses.
Area, yard and bulk

- regulations,

| §224-76.
§ 224-77.
§ 224-78.
§ 22479,
§ 224-80.
§ 224-81.

22402

Exceptions., -

Design standards. |
Landscaping and buffers.
Parking.

Lighting.

Other regulations.
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CARTICLE XIV
HD Highway Development District
- §224-82. Intent.
§ 224-83. Permitted uses. -
§ 224-84. ~ Area, yard and bulk
regulations.
§ 224-85, Other regulations.'
§ 224-86. Landscaping, buffers and
fences.
§224-87. Parking.
§224-88. Lighting.
ARTICLEXY
I/PI Industrial/Planned Industrial Area
'§224-89. Intent. 3
§ 224-90.  Permitted uses.
§ 224491. Area, yard and bulk
: regulations. =
' §224-92.Other regulations.
§ 224-93. Parking and circulation.
§ 224-94. Landscaping and buffers.
§ 224-95. Lighting. |
§ 224-96. Fences.

~+ ARTICLE XVI
CR Conservation — Recreation District

§ 224-97. Intent. }

§224-98. Permitted uses. .

§224-99,  Other regulation-s.' '

ARTICLE XVIL
CH/1 Chu_x"c}_p’_Ipstli_tu‘tion District

§ 224-100. Intent.

§ 224-101. Permitted uses.

§ 224-102. Area, yard and bulk
regulations.

§ 224-103. Parking.

§ 224-104. Landscaping.

§ 224-105. Lighting.

ARTICLE XVIII
Regulations Applicable to
All Zoning Districts

§ 224-106. General regulations.

§ 224-107. Prohibited uses in all districts.

§224-108. Nonconforming uses and
structures.

§ 224-109, Unsafe conditions.

§ 224-110. Parabolic or dish-type
antennas.. o

" ARTICLE XIX
PSCC Planned Senior .
Citizen Community

§ 224-111. Intent.

§ 224-112. Permitted uses.

§ 224-113. Area, yard and bulk
regulations.

§ 224-114. Other regulations.
§ 224-115. Signs.
§ 224-116. Design factors.

" ARTICLE XX -
Site Plax Review

§ 224-117. Intent.
§ 224-118. Applicability.

§224-119. Review considerations.

§ 224-120. Preliminary submission.
§ 224-121. Preliminary site plan review.
§ 224-122. Rights of preliminary
o approval.
§ 224-123, Final submission.
§ 224-124. Final site plan review.
§ 224-125, Rights of final approval.
§ 224-126. Exceptions to site plan process.
§ 224-127. Site plan standards.
§ 224.128. Parking.
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§ 224-129,
§224-130.

§ 224-131.
§224-132.
§ 224-133.
§ 224-134,
§ 224-135.

§ 224-136.
§ 224-137.

§ 224-138.
§ 224-139.

§ 224-140.
§ 224-141,
§ 224-142.
§224-143,

§ 224-144.

§ 224-145.
 §224-146.
§ 224-147.
§ 224-148,

§ 224-149,

§ 224-150.
§ 224-151,
§ 224-152.
§ 224-153,
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Landscape design criteria.
Lighting.

ARTICLE XXI
Subdivision Review

Intent.
Approval requlred
Submission.

“Classification.

Report of Subdivision
Committee,

Minor subdivisions.

Filing with county recording
office. -
Extension of approval.

Lands resulting from minor
subdivision.

Minor subdivision submission.
Major subdivisions.
Preliminary submission.
Required information for
preliminary plat.

Preliminary review and
approval process.

ARTICLE XX

Design and Improvement Standards

§ 224-154,
. Other standards.
§ 224-136.
§ 224-157.
§ 224-138.
§ 224-159.

§ 224-155

§ 224-160.
§ 224-161.

§ 224-162.
§ 224-163.

§ 224-164,
§ 224-165.
§ 224-166.
§ 224-167.

§ 224-168.

Effect of preliminary approval.

Final submission.
Final plat details.

Required mformatlon for final
plat.

Final review and approval
process. '

Filing of major subdivisions.
Effect of final approval.
Planned developments.

Findings for planned
developments.

§ 224-169.

§ 224-170.
§224-171.
§224-172.

§ 224-173.

§224-174.
§ 224-175.

General provisions.

Inspections.-

Site conditions,
Improvements.
Landscape plans.

ARTICLE XXIII
Signs

Purposes.

Conformance required; effect -
of article.

Definitions.
Computation of sign area and

- height.

General standards,
Signson private property

Perrits reqmred
‘Apphcatmn for sign

registration,

Design, construction and
maintenance,

Signs in the public right-of-
way. e
Exempt signs,

Prohibited signs,

Signs permntted in all zomng
districts,

Temporary signs on private
property. ‘
Nonconforming signs.
Violations and ?enalties.

ARTICLE XXIV

Performance Guaranties and

Improvement Costs

§ 224-176. Perfbrm_ance guaranties.
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§ 224-177,
§ 224.178.
§ 224-179,
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Maintenance guaraunty.
Acceptance of roads. -

Ofi-tract improvements.

ARTICLE XXV

Enforcement; Penalties; Appeals

§ 224-180.

§ 224-181.
§ 224-182.

§ 224-183.

§ 224-184.

- §224-185.
§ 224-186.

§ 224-187.
§ 224-1883.

§ 224-189.
§ 224-190.

§ 224-191.
§ 224-192.

§ 224-193.

§ 224-194.

§ 224-195,

Enforcement,
Assistant Zoning Officer.

Permits for major subdivi-
sioms. -

Other permits.
Cei*ﬁﬁc_afe of occupancy.

Certificate of approval, -
Applications. -~ ©

Violations and penaltiés.‘

- Denial of permits and
. certificates, - '

Issuance of permits and

certificates; expiration.

Board powers; appeals;
public notice.

County review.
Appeals.
Hearings,

Low- and moderate-income
housing,

ARTICLE XXVI

Fees and Escrows

Fees and escrows.

§ 224-196.

ARTICLE XXVII
Repealer
Repealer; effect on existing
oifenses. .

ARTICLE XXVII
. Site Plan Waiver Requirements

§ 224197,

§ 224-198.
§ 224-199.
§ 224220,
§ 2242201

§ 2'24-220.2.

Intent. o

Site plan waiver committee.
Site plan waiver procedure. °
Standards for waivers.
Administrative review
procedure.

Standards for
administrative review.

ARTICLE XXIX

. Professional Oﬁ'ig:e‘ Oveﬂay District

§ 224-221,
§ 224-222,

§ 224-223,

§ 224.224.

§ 224-225.
§ 224-226.
§ 224-227.
§ 224-228.
§ 224-229.

Purpose. _
Guidelines and criteria for
approval of processional

office as a conditional use.

Bulk and area
reguirements.

Design standards. -
Landscaping and buffers,
Parking. |

Lighting,

‘Signs.

Maintenance bond.

ARTICLE XXX

Bed and Breakfast Guest House Overlay

§ 224-230.

District
Purpose.

(Absecon City 9-01)



§ 224-231.
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Guidelines and criteria for
approval of bed and
breakfast guest house as a
conditional use.
§ 224-232. Bulk and area
reqmrements
§ 224-233.  Design standards
§ 224-234. Landscapmg and buffers.
§ 224-235.  Parking. o
§ 224-236. Lighfing.
§ 224.237.  Signs.
§ 224-238. Maintenance bond.
§ 224-239.  Public notice.
CARTICLE XXXT
Senior Citizen Housing Community
Overlay District
§ 224-240. - Intent and purpose.
§ 224-241A.

Distric_fs_ affected.

§ 224-2418B.
§ 224-242A.
§ 224-242B.
| § 2242434

§ 224-243B.

§ 224-244

§ 224-245A.
© § 224-245B.

§ 224-246A.
§ 224-246B.

§ 224-247.
§ 224-248.
§ 224-249,
§ 224-250.
§ 224-251.

Districts affected.
Permitted uses.
Permitted gses.

Bulk and area requirements

for District A.

Bulk and area requirements
for District B. -

Design standards.

Landscaping and buffers
for District A.

‘Landscaping and buffers
for District B.

Parking for District A.

Pafking for District B.

. Lighting.
.Public notice.

General provisions.

: Deﬁmhons
'Repealer, severablhty,

effective date.

[HISTORY: Adopted by the Council of the City of Absecon City 6-10- 1993. Amendments

noted where

applicable.]

.GENERAL REFERENCES

Notice of zone district changas — Sen Ch.. 55, Art. L
Planning Board — See Ch. 65.
Numbering of buildings — See Ch. 144.

Excavations -~ See.

Ch 184,

Flood damage prevention — See Ch. 195
Sewers — See Ch. 282 :

Signs - See Ch. 290.

Streets and sidewalks — See €h, 304.

{Absecon City 9.01)



CIlY Ur ABDEWLUN

ORDINANCE 11-2009

AN ORDINANCE AMENDING THE CODE OF THE CITY OF ABSECON, CHAPTER 224,
LAND USE AND DEVELOPMENT, ARTICLE XVIil, REGULATIONS APPLICABLE TO ALL
ZONING DISTRICTS, REVISING SECTION 224-107, PROHIBITED USES IN ALL DISTRICTS

NOW THEREFORE, BE {T ORDAINED BY THE MUNICIPAL COUNCIL OF THE CITY OF
ABSECON CITY, NEW JERSEY that Chapter 224, Article XVIII, Section 224-107, be amended to
revise the following:

SECTION 224-107: Prohibited Uses In All Districts:

(2) Revise to read: Buses, 25 feet or less in length, travel trailers, mobile homes, boat trailers,
campers, house frailers or self-propelled recreational vehicles, hereinafter referred to as Permitted
Vehicles, stored at private residences must be in the side or rear yards or in the driveway and no
closer than three feet from all rear and side property lines. The Permitted Vehicles stored at private
residences must be owned by individuals who reside at the private residence. None of the

" aforementioned Permitted Vehicles shall be used for occupancy at any time while parked pursuant to

this chapter, nor shall they be hooked up to any utility service. No such Permitted Vehicles shall be
stored in the common parking area of apartments, high-rises or townhouses. No such Permitted
Vehicles may be stored so as to block any sidewalk or obstruct the ability of others to see oncoming

~ traffic, thereby creating a hazard.

(14) Added: Buses over 25 feet in length stored at private residences must be in the side or
rear yards and no closer than three feet from all rear and side property lines. Buses over 25 feet in
length stored at private residences must be owned by individuals who reside at the private residence.
Buses over 25 feet shall not be used for occupancy at any time while parked pursuant to this chapter,
nor shall they be hooked up to any utility service. Buses over 25 feet shall not be stored in the
common parking area of apartments, high-rises or townhouses. Buses over 25 feet shall not be
stored so as to block any sidewalk or obstruct the ability of others to see oncoming traffic, thereby
creating a hazard.

BE IT FURTHER ORDAINED that:

1. Any Ordinance or parts of ordinances, which are inconsistent with the provisions of
this Ordinance, are hereby repealed to the extent of any such inconsistency.

5 This ordinanee shall take effect upon final adoption and publication as required by Law.

DATED: Dec &0
Y .
SIGNED: e - '

Peter C. Elco, Mayor

ATTEST: /&u J-..,é /:! (3, Eﬂ*?(f

Carie A. Crone, RMC, Municipal Clerk

Passed on first reading at a work and regular meeting of the Municipal Council held on December 3, 2009,

Laid over and advertised for public hearing and final adoption on December 17, 2009. Notice is hereby given

that the foregoing Ordinance was approved for final adoption by the Municipat Council of the City of Absecon

at a work and regular meeting held on December 17", 2009.
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CiTY OF ABSECON
ORDINANCE 10-2008

AN ORDINANCE AMENDING CHAPTER 224, SECTION 129,
LANDSCAPE DESIGN CRITERIA

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNGIL OF
THE CITY OF ABSECON CITY, NEW JERSEY that Chapter 224, Section 129..
Landscape Design Criteria is hereby amended as follows:

Addition of paragraph (c): No property in any commercial district that adjoins an
existing single-family use or residential district may be cleared of trees or natural
vegetation within twenty-five feet of the property line that adjoins the existing
single-family or residential district without prior planning or zoning board
approval. o '

BE IT FURTHER ORDAINED that:,

1. Any Ordinance or parts of ordinances, which are inconsistent with
the provisions of this Ordinance, are hereby repealed to the extent

of any such inconsistency.

2. This drdinénce shall take effect upon final adoption and publication,
) as required by Law.

DATED: October 2™, 2008

SIGNED:

ATTEST: /;“;,é./i}}m. AL 1t

Carie A. Crone, Acting Municipal Clerk

Passed on first reading at a work and reqular meeting of.the Municipal Councit held on
September 4" 2008, Laid over and advertised for public hearing and fina! adoption on

Qctober 2" 2008. Notice is hereby given that the foregoing Ordinance was approved for

final adoption by the Municipal Council Qf the City of Absecon at a work and regular meeting

held on October 4™ 2008,

‘Gies Programs\os Ordinances\10-Ameand. Chapter 224-Landscape Critéria.dcc






ORDINANCE 23-2007

- AMENDING THE LAND USE AND DEVELOPMENT ORDINANCE OF THE CITY OF ABSECON
(CITY CODE CHAPTER 224) AND ADOPTING A NEW ZONING MAP FOR THE CITY

WHEREAS, the State of New Jersey, by enacting the Municipal Land Use Law (N.J.S.A. 40:
55d-1 et seq.), permits municipalities to adopt and subsequently amend a zoning ordinance
governing the nature and extent of the uses of land, buildings and structures within a
municipality (N.J.S.A. 40:55d-62); and

WHEREAS, section 62 of the Municipal Land Use Law requires that a municipal zoning
ordinance and zone plan be drawn “with reasonable consideration to the character of each
district and its peculiar suitability for particular uses and to encourage the most appropriate use
of land” within the municipality; and

“WHEREAS, on November 28, 1989, the City adopted Ordinance No. 11-1989, thereby adopting
an amended Zoning Map for the City; which Zoning Map has been further amended from time-
to-time; and

| WHEREAS, on June 10, 1993, the City adopted Ordinance No. 3-1993, thereby enacting
Chapter 224 (Land Use and Development) as part of the City Code for the City of Absecon
(“Chapter 224"; and

WHEREAS, Chapter 224, which has been amended from time-to-ﬂme, remains the current body
of development regulations for the City; and

WHEREAS, section 89 of the Municipal Land Use Law provides that “The governing body shall,
at least every six years, provide for a general reexamination of its master plan and development
regulations by the planning board... The reexamination report shall state [in pertinent part]...[t]he
specific changes recommended for the master plan or development regulations, if any, including
underlying objectives, policies and standards, or whether a new plan or regulations should be
prepared”; and

WHEREAS, the Absecon Planning Board (“Planning Board”) commenced such a general re-
examination of its Master Plan in 2005. Such process resulted in a document entitled 2005
Reexamination Report, City of Absecon, which was adopted by the Planning Board on May 23,
2006 (“2005 Reexamination”); and

WHEREAS, the 2005 Reexamination contained specific recommendations for modifications to
the City's Zone Plan, which recommendations require modifications to Chapter 224 and the
Zoning Map; and

WHEREAS, the City, in April 2005, commissioned the City Engineer to prepare new and
updated Tax Maps utilizing current digital / electronic technology and reflecting the most recent
lot geometry. While stich process was required as part of a pending tax revaluation in the City, it
is the City’s intention to utilize such new mapping as a base map for all future City mapping
projects. Such maps were completed and approved for use by the State’s Division of Taxation,
Department of Treasury, in December 2006.



NOW, THEREFORE, BE IT ORDAINED BY THE GOVERNING BODY OF THE CITY OF
ABSECON:

SECTION 1

Article 11, Section 2 of Chapter 224 of the Absecon City Code (Land Use and Development
~ “§224-2") is herewith modified to include the following Zoning Districts, which districts are
included on the City's official Zoning Map:

A. SPB Schools and Public Buildings
B. PK Parkland
C. SPB/PK Schools and Public BuudlngslParkland

2. The Planning Board is herewith directed to formulate Use and Space, Bulk and Yard
standards for such Zoning Districts and io submit the same to City Council for
consideration and inclusion in §224 of the City Code.

SECTION 2

AMENDING ARTICLE lI, §224-3 (A) OF THE CODE OF THE CITY OF ABSECON.
The City of Absecon Zoning Map is herewith modified as follows:

1. To rezone the following Block and Lot from R-2 Moderate Density Residential Zoning
District to School Public Building/Park Zoning. The existing privately owned parcels
within the zone change area at the time of the adoption of this ordinance will retain their
rights to develop their properties in accordance with permitted uses and bulk and area
requirements of the existing R 2 District without the requlrement to seek relief from the
Zoning Board of Adjustment

Block Lot
297 23

2. To re-zone the following Blocks and Lots from the R-2 Moderate Density Residential
Zoning District to the Parklands Zoning District.

Block Lot

1.01 25 and 27
43 _ 1

102 1

106 1

108 1

116 1

150 1

3. To re-zone Block 203 Lot 2 from the Highway Commercial District to the Schools and
Public Buildings Zoning District. The existing privately owned parcel within the zone
change area at the time of the adoption of this ordinance will retain their rights to
develop their properties in accordance with permitted uses and bulk and area
requirements of the existing Highway Commercial District without the requirement fo
seek relief from the Zoning Board of Adjustment.



SECTION 3 - To Create the Train Station Overlay District
The Absecon Train Station Area is divided into two subsections:
1) A train station platform area for commuter business south of State Highway Route 30;

2) And the New Jersey Avenue area north of State Highway Route 30 for downtown
neighborhood commercial uses.

The following parcels are included in the Absecon Train Station Area Overlay District:

Block 158, Lots 1.01,1.02, 2, 3,4, 5,6, 7.
Block 159, Lots 1, 2, 3, 4, 5, 5.02.

Block 160, Lots 1.01, 1.02, 2, 3, 4, 5, 6,7, 8,9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20,
21.

Block 161, Lots 1, 2, 3, 4, 5, 6,7, 8, 9, 10, 11,

Block 213, Lots 1, 2, 3,4, 5, 6,7, 8,9, 10, 11, 12, 13, 14, 15, 16.
Block 214, Lots 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17.
Block 215, Lots 1.01, 1.02.

Biock 800, lots 3, 4

SECITON 3.1 - Purpose, Use, Space, Bulk and Yard requirements and design standards for the -
Train Station Area Overlay District

§ 224-265. PURPOSE

The purpose of the Absecon Train Station Area Overlay is to revitalize the area by
developing mixed uses, which will add more pedestrian activity, increase trade in the
Absecon Central Business District, to encourage pedestrian oriented uses to replace
existing vehicle oriented uses, encourage pedestrian links, transit ridership and the
development of housing to meet our constitutional obligation to provide for affordable
housing. The development of Absecon Train Station Area is intended to create a stronger
sense of community in the area, by using the Train Station as a focus; redevelop the old
Downtown Central Business District; and connect the Absecon Train Station to New Jersey
Avenue. :

Nothing contained in this Train Station Overlay section shall supersede in any way
Ordinance 4-2004 of the City of Absecon adopting a Redevelopment Plan for
Redevelopment Area 1. Further nothing contained in this Train Station Overlay will
supersede the area designated as “In need of Redevelopment” by City of Absecon Council
Resolution 209-2000 dated November 16, 2000. If there are any conflicts between the
Train Station Overlay regulations and regulations pursuant to Ordinance 4-2004 or
Resolution 209-2000 the regulations pursuant to Ordinance 4-2004 and Resolution 209-
2000 shall prevail. ‘



§ 224-268. PERMITTED USES

In order to further the purposes of the Absecon Train Station Area, only the uses set forth in
the following sections are permitted when development is pursuant to the requirements of
the overlay. A mix of a minimum of 65% residential and maximum of 35% commercial is
required as described in Sections 224-268A and 224-268B.

The permitted uses below are also permitted on lands currently owned by NJ Transit, its
successors and assigns. The developer is encouraged fo include the NJ Transit property in
the proposed development. The City Administrator, with approval of the Mayor and Council,
may assist with coordination with the NJ Transit and the developer to-possibly enter into a
joint-venture to construct a shared parking garage, pedestrian access walks and bridges,
commercial uses at the platform level and residential units above.

A. Permitted Principal Commercial Uses

The following commercial uses are permitted provided commercial uses do not exceed
35% of the gross floor area of the proposed development, not including the floor area for
enclosed parking garage providing parking for the development.

a. Commuter parking facilities and passenger drop-off and pick-up areas;

b. Retail sales and other uses generating pedestrian activity, serving neighborhood
residential and commuters, but excluding sale of building materials, plumbing
supplies, motor vehicles, boats or swimming pools, large appliances;

c. Personal and household services and business services, but excluding vehicle
maintenance, repair, auto body, gas stations and similar uses,

d. Restaurants and similar establishments selling food and / or béverages, but
excluding drive-through windows; '

e. Day care centers, including nursery schools;

f. Public buildings such .as municipal offices, police station, library, post office,
museum, and similar uses that directly serve the public, but excluding facilities such
as public works garage, water treatment plant, electric transformer station, and uses
of similar nature; :

g. Banks and savings and loan institutions including drive troughs.
h. Public Parks;
i. Train Stations;

j. General Business Offices, Offices for professionals such as architects, attorneys,
doctors, engineers, planners and landscape architects. :

B. Permitted Residential Uses
The following residential uses are permitted provided residential uses represent a minimum

of 65% of the gross floor area of the proposed development, excluding parking garage
area. '



a.

Residential units in apartment buildings for rent or for sale as condominium units
above commercial uses on ground floor and / or enclosed parking garages. The
permitted by-right density shall not exceed six {6) dwelling units per acre without the
inclusion of affordable housing. The permitted .density is 35 units per acre with the
inclusion of 25% affordable housing units as described in §224-194. With affordable
housing, the density, size, location and number of dwelling units to be determined by
market conditions, New Jersey Uniform Construction Code (NJUCC) requirements
and the development’s conformity with use mix set forth in Section 224-268 and the
bulk requirements set forth with Section 224-269.

The lawfully existing uses within the proposed Absecon Train Station Area Overlay
at the time of the adoption of this ordinance will retain their rights to develop /
expand their facilities in accordance with the permitted uses and bulk area
requirements of the existing underlying zoning districts without seeking relief of the
Zoning Board of Adjustment. :

§224-269. AREA, YARD AND BULK REQUIREMENTS

m o Oowp

Minimum Lot Size: 7,500 sq. ft.
Minimum Lot Width: 75
Maximum Building Coverage: 65% with the inclusion of affordable housing,

50% without affordable housing.
Maximum Impervious Coverage: 80% with the inclusion of affordable housmg
: 60% without affordable housing
Minimum Front Yard Setback: ‘
Open porches, open balconies, 0 feet.

1 open pedestrian walkways

(covered or uncovered)

2 Building face: 8 feet

Minimum Side and Rear Yard
Setback:

Open porches, open balconies, 3 feet.
open pedestrian walkways

(covered or uncovered).

Building face: 10 feet

Between Structures on adjoining 10 feet

lots: (including open porches,

open balconies, open

pedesfrian walkways, covered or

uncovered)

Maximum Building Height:

New Jersey Avenue Area: Two (2) stories or 28 feet maximum with

commercial units at the ground level, offices
and or residential units at the second level
without the inclusion of affordable housing
units;

Three (3) stories or 35 feet maximum with
commercial units at the ground level, offices
and or residential units at the second level
and residential units at the third level with the
inclusion of affordable housing units.
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Train Station Platform Area: Three (3) stories or 35 feet maximum with
ground level commercial units, Train Station
platform level (or second level) commercial
units and residential units at the third level
without the inclusion of affordable housing
units;

Four (4) stories or 45 feet maximum with
ground level commercial units, Train Station
platform level (or second level) commercial
units and residential units at the third and
fourth levels with the inclusion of affordable
housing units.

Train Station Platform Area with Four (4) stories or 45 feet maximum with

ground level enclosed parking: ground level enclosed parking, commercial
nits at the Train Station Platform Level and
residential units at the third and fourth levels
without the inclusion of affordable housing
units.

Five (5) stories or 55 feet maximum with
ground level enclosed parking, commercial
units at the Train Station Platform Level and
residential units at the third, fourth and fifth
levels with the inclusion of affordable housing
units;

For all buildings the top floor shali be a gable roof design with gable roof dormers
with windows.

The minimum slope of the gable roof shall be 6" in height for every 12“ of width.

Roof height shall be measured from the average finish grade around the building
to the mean height of the highest gable roof.

Variable roof heights are required. A minimum 30% of the building must be below
the maximum building height.

§224-270. DESIGN STANDARDS

A

Within the Train station platform area, incentives should be provided fo attract
commuter-serving retail and service stores at the train station platform level with
apartments conveniently located above the commercial units.

Site and building design and layout will encourage residences, commuters, visitors and
other travelers to use the Absecon Train Station with the help of a visible point of
identity;

Site and building design and layout shall provide for easy access to the transportation
center; continuous and safe sidewalks and pathways that make pedestrian access
easy; bike paths and storage location that encourage bicycle access; safe and
comfortable places {o wait and meet others;



D. Overall site and building design shall include an environment that is active, human
scaled, and visually safe, well lit, attractive areas for parking, drop-off and pick-up; and
a sense of safety, security and predictability.

E. In the New Jersey Avenue area, improvements to all street-front facades shall be

required as part of any second floor expansion to include apartments or offices above
the commercial units at street level.

F. Architectural Requirements:

1. The traditional / historical character of Absecon shall be maintained. An exampie
would be the earty 20™ century train station or the Absecon Manor at the corner
of Ohio Avenue and Station Avenue.

2. Natural wood siding, (common 2 2/3" height) brick, stone or similar or compatible-
building materials shall be utilized. )

3. Traditional late 19™ century to early 20" century architectural design is
encouraged for all in new construction. Examples of architectural styles that are
encouraged include Georgian, Federal, Creek Revival, and Victorian.

G. In addition to above standards Design standards shall conform to 224-77 (where
applicable).

§224-271 LANDSCAPING AND BUFFERS

Landscaping and buffers sha]l conform to 224-71, 224-129 and 224-139 (where
applicable).

§224-272 PARKING

Parking requirements: Parking shall be determined by the requirements of §224-128The
actual parking need shall be determined by the number of employees intended to occupy
the facility and the number of residents anticipated to occupy the Units at peak periods. it
is the obligation of the applicant to demonstrate to the Board actual need for parking by the
presentation of parking generation studies from authorities on the subject of parking
generation. The parking generation study shall include all commercial and residential units
proposed at the site and what percentage will use public transportation. The parking
generation study shall include a time schedule matrix of uses that will share on-site parking.
Publications by the Institute of Transportation Engineers (ITE) or the American Planning
Association (APA) or other professional associations will be considered

The planning board may consider permitting up to a 30% reduction in required parking
pursuant to §224-128 for a mix use commercial / residential development with affordable
housing units proposed in the Train Station Platform Area within the Absecon Train Station
Area Overlay provided the applicant can demonstrate with a parking generation study that
patrons and residents will utilize the public transportation. Requests beyond such 30%
reduction shali require variance relief.



The planning board may consider permitting a 20% reduction in required parking pursuant
to §224-128 provided an area is reserved for expansion in the event the parking is
determined to be necessary by the planning board or by the applicant at a future date. If
the additional parking is pre-engineered and reviewed by the planning board and planning -
board's professionals at the time of the origina! approval is granted, the additional parking
can be constructed without returning to the planning board provided the additional parking
is completed within five years of the original approval being granted. The construction of
the additional parking is permitted provided the applicant informs the City Engineer in
writing and posts an inspection escrow prior to actual construction taking place.

The New Jersey Residential Site Improvement Standards (RSIS) parking requirements
apply to all proposed residential uses. Parking generation can inciude a shared parking
arrangement for accessory uses. In the case were the applicant demonstrates that a
reduction in parking is warranted, the planning board will support an application to NJ DCA
for a waiver from the parking RSIS parking requirements.

§224-273 LIGHTING

Lighting shall conform to 224-80 and 224-130, which includes the requirement to design
fighting to prevent glare upon surrounding properties.

§ 224-252 - Intent. Age-Restricted Housing Overlay District

A. Intent. The .intent of the Age-Restricted Housing Overlay District is to permit a
residential community designed for active 55 year old and older individuals which
contains independent living residential dwelling units, neighborhood commercial uses,
nursing facilities, assisted living facilities, heaith spas, weliness centers, medical
facilities, active and passive recreation open space, as well as a community center for
social and cultural activities.

B. Regulations in district. The use, height and area regulations of §224-254 to §224 -255
inclusive, and those regulations set forth elsewhere in this chapter, where applicable to
these sections, and the general regulations of Article XVIII are the regulations in the
Age-Restricted Housing Overlay District.

§ 224-253 - District L ocation

The following properties in the HD—1 Highway Development District are included in the
Age-Restricted Housing Overlay District age-restricted overiay district:

Block 224, Lots 1,2, 3, 4, 5, 6,7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21,22, 23,
24,25, 26.

- Block 225, Lot 1.

§ 224-254 - Permitted uses.

In order to further the purposes of the Age-Restricted Housing Overlay District, only the
uses set forth in the following sections are permitted when development is pursuant to the
requirements of the overlay. Age-Restricted Housmg Overlay District may include the
following principal use:



Age-restricted independent living dwelling units in multi-story, multi-unit buildings as
principal structures.

Age-restricted independent living dwelling units in multi-story, multi-unit buildings

with attached ground level parking garages and commercial uses as one principal
structure.

. Age-restricted independent living dwelling units in townhouse units.

. Accessory uses and buildings. Accessory uses and buildings shall be uses and

buildings customarily incidental to the principal uses listed as perm|tted They shail
incfude but not be limited to:

Assisted Living Facilities; Nursing Facilities; Medical Facilities; Aduit Day Care
Facilities; Child daycare for the convenience of employees, Healthcare / Wellness
Centers; Health Spas; Active Indoor & Qutdoor Recreation, Social and Cultural
Facilities; Open Space; restaurants, coffee shops, gift shops, barber shops, beauty
salons, gatehouses, detached garages, carports, guardhouses and storage facilities
for maintenance and equipment; recreational structures;

The Assisted Living and Nursing Facilities are permitted provided the residents can
contract for a lifetime or lesser duration use of a unit and may receive healthcare
and supportive care including but not limited to food services; housekeeping,
maintenance, utilities and the use of recreational faculties. Healthcare / wellness
facilities, food service and the use of recreational facilities may also be offered on a
contract basis to nonresidents of the on-site facilities. Access to on-site commercial
uses shall also be opened to the public.

§ 224-255 Bulk and Area Requirements.

A.

B
C.
D

Minimum Lot Area: 2 Acres

Maximum Impervious 80% with the inclusion of affordable housing;

Coverage: 60% without affordable housing

Minimum Front Yard Setback: 50" with the inclusion of affordable housing;
75" without affordable housing

Minimum Side Yard Setback: 35, (70" window wall to window wall) with the

inclusion of affordable housing;
50" (100’ window wall to window wall) Side
Yard without affordable housing
Minimum Rear Yard Setback: 50’, (60" window wall to window wall) with the
inclusion of affordable housing;
75 (80" window wall to window wall) Side
Yard without affordable housing.
Maximum Building Height: 65' or six (6) stories with the inclusion of
affordable housing;
55’ (5) stories without affordable housing.
Setback Exceptions with the Setbacks adjoining railroad right of way
inclusion of affordable housing  exception - Setbacks may be reduced by the
Planning Board at the time of Site Plan
review to a minimum of 3% provided the
building is a minimum of 125 from the
centerline of the existing railroad tracks.



Setbacks adjoining State regulated
wetlands exception — Setbacks may be
reduced to a minimum of 20’ from the side or
rear property line by the Planning Board at
the time of Site Plan review provided the
property line adjoins a property with State
regulated wetlands with a minimum 50’ buffer
and as a result no other development can be
proposed on the adjoining lot.

G. - Lot Width 200 ft min.

Buffer -Strip is required along all side and rear lot lines that adjoin an existing use. The
purpose of this buffer is to screen the view of automobiles and parking areas, reduce noise
and the glare of the automobile headlights. The buffer strip adjoining parking areas shall
be at least 25 ft. in width as measured from the property line and shall consist of any/or a
combination of the following: existing trees and shrubs, and new landscaping. The
preservation of natural vegetation as part of the buffer strip is encouraged. Additional
plantings of trees and shrubs shall be required to insure an effective buffer. The buffer strip
shall have sufficient materiais to obscure any giare of autornobile headlights year round.
The maintenance of the buffer shall be the responsibility of the property owner. The Board
may grant a reduction in the 25" wide buffer strip provided the applicant can demonstrate to
the Board and the Board's landscape architect that the reduced buffer can adequately
satisfy the purpose described above. :

Parking space perimeter setback: 25 ft. min. from property lines.
Pedestrian circulation and vehicle circulation: subject to Planning Board review.

K. Permitted density: The permitted by-right density shall not exceed twelve (12)
dwelling units per acre without the inclusion of affordable housing. With the inclusion
of affordable housing, the permitted density is 35 dwelling units per acre for nursing
facilities, assisted living facilities or independent living residential units.
Independent living units are for 55 year old or older individuals only and shall not
exceed three bedrooms per unit. The intensity of the site is controlied by the site
coverage, setbacks and building height requirements of this section. The inclusion
of one affordable housing unit for each eight market rate units shail be provided or

the developer may make a contribution in lieu of the construction of the affordable
housing units.

L. Physical characteristics of buildings. A maximum length of 150 feet per freestanding
building shall be permitted. The Planning Board may extend a maximum building
length provided building facade includes offsets of at least 10’ along with the
inclusion of affordable housing.

A maximum of three such 150-foot maximum length buildings may be attached,
provided that an angle of at least 30 degrees exists between adjacent buildings.
However, there can be no continuous roofline or continuous front, and/or rear
building line of more than 80 linear feet. 1t is the purpose of this section to provide
for both broken rooflines and different setbacks and to break up a straight linear
configuration.  Buildings connected by party or common walls shall not be
considered separate buildings for the purposes of this section. Buildings connected



by open walkways may be considered separate buildings for the purposes of
Subsectiqn N dealing with space between buildings.

‘M. Bedroom Count. The applicant shall furnish as part of the project submittal data
indicating the proposed mix of bedrooms of structures included within the
development. independent living units shall not exceed three bedrooms.

N. Space between- buildings. No building shall be closer than 30 feet to any other
building (windowless wall to windowless wall), 60’ window wall to window wall. -

0. Floor area of independent living residential units. A studio-efficiency type unit shall
contain not less than 600 square feet; one-bedroom design, shall contain not less
than 700 square feet; a unit with two bedrooms shall contain not less than 850

square feet and a unit with three bedrooms shall contain not less than 1,100 square
feet. :

P. Social and recreational facilities shall reflect, insofar as possible, preferences of the
anticipated residents. Indoor facilities shall include hobby or craft facilities, lounging
areas which may also be used for meetings and group activities, card rooms,
lavatories and a swimming pool, or similar facilities. Outdoor facilities shall include
walks, shuffleboard and horseshoe courts, or similar facilities.

Q. The architectural design of all buildings and the site location and recreational
facilities must be consistent with the ultimate purpose of achieving independent, self-
reliant and pleasant living arrangements and shall take into account the desires and -
needs of active 55 year old and older persons for privacy, participating in social
community activities and access to community activities. The architectural design as
aforesaid shall be a matter of review by the Planning Board, and failure fo comply or
provide for the criteria as aforesaid without good and sufficient cause or without
proposing acceptable alternatives may be a reason for denial. The use of natural
materials, such as wood, brick or stone, is encouraged.

R. Laundry facilities, either located in individual units or in common areas, shall be
provided for the use of residents.

§ 224-256 Design Standards

Design standards shall confdrrn to Article XXII of the Absecon Developmental Ordinance
(where applicable).

§ 224-257 Landscaping and Buffers

Landscaping shall conform to § 224-78 and § 224-129. Buffers shall conform to § 224-
255H. :
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§ 224-258 Parking

Parking requirements-Guidelines offered for provided parking are as foliows:

Minimum Spaces Recommended

Independent Living Unit: RSIS Requires
Three bedroom 2/unit 2.1 spaces
Two bedroom 2funit 2 spaces

One bedroom 1.3/unit 1.8 spaces
Efficiency or Studio t/unit 1 space
Nursing Bed: 0.3/bed .5 spaces
Assisted Living Bed: 0.3/bed .5spaces

NOTE ALSO THAT CAFRA REQUIRES 2 SPACES FOR RESID UNITS

In addition to the parking requirements listed above, 0.5 parking spaces shall be provided
for each employee in the peak shift.

‘Parking shall be determined by the requirements of §224-128 The actual parking need shall

be determined by the number of employees intended to occupy the facility and the number
of residents anticipated to occupy the units at peak periods. It is the obligation of the
applicant to demonstrate to. the planning board the actual need for parking by the
presentation of parking generation studies from authorities on the subject of parking
generation. The parking generation study shall include all accessory uses proposed at the
site in addition to the age-restricted independent living structure(s) as the principal use. The
parking generation study shall include a time schedule matrix of anticipated activities,
events in the principal use and the accessory uses that will- share on-site parking.
Publications by the Institute of Transportation Engineers (ITE) or the American Planning
Association (APA) or other professional associations will be considered.

The Planning Board may consider permitting a 20% reduction in required parking, pursuant
to §224-128 provided an area is reserved for expansion in the event the parking is
determined to be necessary by the applicant or the Planning Board at a future date. If the
additional parking is pre-engineered and reviewed by the Planning Board and the Planning
Board’s professionals at the time the original approval is granted, the additional parking can
be constructed at the time the original approval is granted, or the additional parking can be
constructed by the applicant at their discretion without returning to the Planning Board. The
applicant must inform the Planning Board and the City Engineer in writing and post an
inspection escrow prior to the actual construction of the parking area occurs.

The New Jersey Residential Site Improvement Standards (RSIS) parking reqguirements
apply to all proposed residential uses. Parking generation can include a shared parking
arrangement for accessory uses. In the case were the applicant demonstrates that a
reduction in parking is warranted, the planning board will support an application to NJ DCA
for a waiver from the parking RSIS parking requirements.



§ 224-259 Lighting.

Lighting shall conform to § 224-130, which inciudes the requirement to design lighting to
prevent glare upon surrounding properties.

SECTION 4

1. The City Engineer is herewith directed to create an amended Zoning Map, based on the
City’s state-approved tax mapping, to include the revisions to the City's Zone Plan
adopted by this instant Ordinance, which Zoning Map shall be the official Zoning Map of

the City of Absecon.

2. Article II, Section 3 of Chapier 224 of the Absecon City Code (Land Use an.d
Development ~ “§224-3") is herewith modified to reflect the date of adoption of this

Ordinance and the Zoning Map.

INCONSISTENCY

Any part of parts of any Ordinances, which are found to be inconsistent with this Ordinance,
shall be deemed to have been repealed to the extent of such inconsistency.

EFFECTIVE DATE

"TH*is—;Ordinance shall take effect upon passage and publication according to law and the filing of
-same with the County Planning Board in accordance with N.J.S.A. 40:55D

DATED: December 20, 2007

SIGNEDCf:i- ' ey @[@

Peter C. Elco, Mayor

f/} ’ /’_'_? ﬁ / ) v
ATTEST: [, ., / AN -ff?').,@ﬂ‘ (leadl

Carie Crone, Deputy Municipat Clerk

Passed on first reading at a work and regular meeting_of the Municipal Council_held on December 8.
2007. Laid over and adverised for public hearing and final adoption on December 20. 2007. Notice is
hereby given that the foreqoing Ordinance was approved for final adoption by the Municipal Council of
the City of Absecon at a work and reqular mesting held on December 20, 2007.







ORDINANCE 05-2007
CITY OF ABSECON

AN ORDINANCE AMENDING THE CODE OF THE CITY OF ABSECON, CHAPTER 224,
LAND USE AND DEVELOPMENT, ADDING XXXI! - STORMWATER CONTROL.

WHEREAS, It is the purpose of this ordinance to establish minimum stormwater managementrequirements and controls
for major development.

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE CITY OF ABSECON CITY,
NEW JERSEY that Chapter 224, Article XXXII be added as follows:

Section 1: Scope and Purpose

A.'Policy Statement

Flood control, groundwater recharge, and pollutant reduction through nonstructural or low impact techniques shall be
explored before relying on structural BMPs. Structural BMPs should be integrated with nonstructural stormwater
management strategies and proper maintenance plans. Nonstructural strategies include both environmentally sensitive site
design and source controls that prevent pollutants from being placed on the site or from being exposed to stormwater.
Source control plans should be developed based upon physical site conditions and the origin, nature, and the anticipated
quaitity or amount of potential pollutants. Multiple stormwater management BMPs may be necessary to achieve the
established performance standards for water quality, quantity, and groundwater recharge.

B. Purpose

It is the purpose of this ordinance to establish minimum stormwater management requirements and controls for “major
development,” as defined in Section 2. ' '

C. Applicability

L. This ordinance shall be applicable to all site plans and subdivisions for the following major developments that
require preliminary or final site plan or subdivision review: '

- a. Non-residential major developments; and

b.. Aspects of residential major developments that are not pre-empted by the Residential Site
Improvement Standards at N.J.A.C. 5:21. ‘ '

2. This ordinance shall also be applicable to all major developments undertaken by the City of Absecon.

D. Compatibility with Other Permit and Ordinance Requirements

Development approvals issued for subdivisions and site plans pursuant to this ordinance are to be considered an integral
part of development approvals under the subdivision and site plan review process and do not relieve the applicant of the
responsibility to secure required permits or approvals for activities regulated by any other applicable code, rule, act, or
ordinance. In their interpretation and application, the provisions of this ordinance. shall be held to be the minimum
requirements for the promotion of the public health, safety, and general welfare. This ordinance is not intended to interfere
with, abrogate, or annul any other ordinances, rule or regulation, statute, or other provision of law except that, where any
provision of this ordinance imposes restrictions different from those imposed by any other ordinance, rule or regulation, or
other provision of law, the more restrictive provisions or higher standards shall control.



Section 2: Definitions

Unless specifically defined below, words or phrases used in this ordinance shall be interpreted so as to give them the
meaning they have in common usage and to give this ordinance its most reasonable application. The definitions below
arc the same as or based on the corresponding definitions in the Stormwater Management Rules at N.JA.C. 7:81.2,

“CAFRA Planning Map” means the geographic depiction of the boundaries for Coastal Planning Areas, CAFRA
Centers, CAFRA Cores and CAFRA Nodes pursuant to N.J.A.C. 7:7E-5B.3.

“CAFRA Centers, Cores or Nodes” means those areas within boundaries accepted by the Department pursuant to
N.JAC. 7:8E-5B.

“Compaction” means the increase in soil bulk density. -

“Core” means a pedestrian-oriented area of commercial and civic uses serving the surrounding municipality, generally
including housing and access to public transportation. :

“County review agency” means an agency designated by the County Board of Chosen Freeholders to review munjcipal
stormwater management plans and implementing ordinance(s). The county review agency may either be;

A county planning agency; or

A county water resource association created under N.J .S.A"58:16A—55.5, if the ordinance or resolution delegates
authority to approve, conditionally approve, or disapprove municipal stormwater management plans and
implementing ordinances. o : '

“Department” means the New Jersey Department of Environmental Protection.

“Designated Center” means a State Development and Rédeveldpment Plan Center as designated by the State Planning
Commission such as urban, regional, town, village, or hamlet.

“Design engineer” means a person professionally qualified and duly licensed in New Jersey to perform engineering
services that may include, but not necessarily be limited to, development of project requirements, creation and
development of project design and preparation of drawings and specifications,

“Development” means the division of a parcel of land into two or more parcels, the construction, reconstruction,
conversion, structural alteration, relocation or enlargement of any building or structure, any mining excavation or
landfill, and any use or change in the use of any building or other structure, or land or extension of use of land, by
any person, for which permission is required under the Municipal Land Use Law, N.J.S.A. 40:55D-1 et seq. In the
case of development of agricultural lands, development means: any activity that requires a State permit; any activity
reviewed by the County Agricultural Board (CAB) and the State Agricultural Development Committee (SADC),
and municipal review of any activity not exempted by the Right to Farm Act, N.JS.A 4:1C-1 et seq.

“Drainage area” means a geographic area within which stormwater, sediments, or dissolved materials drain to a
particular receiving waterbody or to a particular point along a receiving waterbody. -

“Environmentally critical areas” means an area or feature which is of significant environmental valve, including but not
limited to: stream corridors; natural heritage priority sites; habitat of endangered or threatened species; large areas of
contiguous open space or upland forest; steep slopes; and well head protection and groundwater recharge areas.
Habitats of endangered or threatened species are identified using the Department’s Landscape Project as approved
by the Department’s Endangered and Nongame Species Program. ' o

“Empowerment Neighborhood” means a neighborhood designated by the Urban Coordinating Council “in consultation
and conjunction with” the New Jersey Redevélopment Authority pursuant to N.J.S.A 55:19-69.

“Erosion” means the detachment and movement of soil or rock fragments by water, wind, ice or gravity.



“Impervious surface” means a surface that has been covered with a layer of material so that it is highly resistant to
infiltration by water.

“Infiltration™ is the process by which water seeps into the soil from precipitation.

“Major development™ means any “development” that provides for ultimately disturbing one or more acres of land.
Disturbance for the purpose of this rule is the placement of impervious surface or exposure and/or movement of sojl
or bedrock or clearing, cutting, or removing of vegetation.

“Municipality” means any city, boreugh, town, township, or village,

“Node” means an area designated by the State Planning Commission concentrating facilities and activities which are not
organized in a compact forni. '

“Nutrient” means a chemical element or compound, such as nitrogen or phosphorus, which is essential to and promotes
the development of organisms. '

“Person” means any individual, corporation, company, partnership, ﬁnﬁ, association, City of Absecon, or political
subdivision of this State subject to municipal jurisdiction pursuant to the Municipal Land Use Law , N.J.S.A.
40:55D-1 et seq. '

“Pollutant” means any dredged spoil, solid waste, incinerator residue, filter backwash, sewage, garbage, refuse, oil,
grease, sewage sludge, munitions, chemical wastes, biological materials, medical wastes, radioactive substance
(except those regulated under the Atomic Energy Act of 1954, as amended (42 U.S.C. 2011 et seq.), thermal waste,
wrecked or discarded equipment, rock, sand, cellar dirt, industrial, municipal, agricultural, and construction waste or

‘runoff, or other residue discharged directly or indirectly to the land, ground waters or surface waters of the State, or
to a domestic treatment works. “Pollutant” includes both hazardous and nonhazardous pollutants.

“Recharge™ means the amount of water from precipitation that infiltrates into the ground and is not evapotranspired.

“‘Sediment” means solid material, mineral or organic, that isin suspension, is being transported, or has been moved from
its site of origin by air, water or gravity as a product of erosion.

“Site” means the lot or lots upon which a major development is to occur or has occurred.
“Soil” means all unconsolidated mineral and organic material of any origin.
“State Development and Redevelopment Plan Metropolitan Planning Area (PA1)” means an area delineated on the State

Plan Policy Map and adopted by the State Planning Commission that is intended to be the focus for much of the
state’s future redevelopment and revitalization efforts.

“State Plan Policy Map” is defined as the geographic application of the State Development and Redevelopment Plan’s
goals and statewide policies, and the official map of these goals and policies.

“Stormwater” means water resulting from precipitation (including rain and snow) that runs off the land’s surface, is
transmitted to the subsurface, or is captured by separate storm sewers or other sewage or drainage facilities, or
conveyed by snow removal equipment. - '

“Stormwater runoff” means water flow on the surface of the ground or in storm sewers, resuItiﬁg from precipitation.
“Stormwater management basin” means an excavation or embankment and related areas designed to retain stormwater
runoff. A stormwater management basin may either be normally dry (that is, a detention basin or infiltration basin),

retain water in a permanent pool (a retention basin), or be planted mainly with wetland vegetation (most constructed
stormwater wetlands). '

“Stormwater management measure” means any structural or nonstructural strategy, practice, technology, process,
program, or other method intended to control or reduce stormwater runoff and associated pollutants, or to induce or
control the infiltration or groundwater recharge of stormwater or to eliminate illicit or illégal non-stormwater

discharges into stormwater conveyances.



“Tidal Flood Hazard Area” means a flood hazard area, which may be influenced by stormwater runoff from inland
areas, but which is primarily caused by the Atlantic Ocean.

“Urban Coordinating Council Empowerment Neighborhood” means a neighborhood given priority access to State
resources through the New Jersey Redevelopment Authority.

“Urban Enterprise Zones” means a zone designated by the New Jersey Enterprise Zone Authority pursuant to the New
Jersey Urban Enterprise Zones Act, N.J.S.A. 52:27H-60 et. seq. '

“Urban Redevelopment Area” is defined as previously developed portions of areas:

(1) Delineated on the State Plan Policy Map (SPPM) as the Metropolitan Planning Area (PAI),_Designated
Centers, Cores or Nodes; _ ' . '

2) Designated as CAFRA Centers, Cores or Nodes;

€)] Designated as Urban Enterprise Zones; and
4) Designated as Urban Coordinating Council Empowerment Neighborhoods,

“Waters of the State” means the ocean and its estuaries, all springs, streams, wetlands, and bodies of surface or ground
water, whether natural or artificial, within the boundaries of the State of New J ersey or subject to its jurisdiction. -

“Wetlands™ or “wetland” mcané an area that is inundated or saturated by surface water or ground water at a frequency
and duration sufficient to support, and that under normal circumstances does support, a prevalence of vegetation
typically adapted for life in saturated soil conditions, commonly known as hydrophytic vegetation.

Section 3: General Standards

A, Design and Performance Standards for Stormwater Management Measures

1. Stormwater management measures for major development shall be developed to meet the erosion control,
groundwater recharge, stormwater runoff quantity, and stormwater runoff quality standards in Section 4. To the
maximum extent practicable, these standards shall be met by incorporating nonstructural stormwater management
strategies into the design. If these strategies alone are not sufficient to meet these standards, structural stormwater
management measures necessary to meet these standards shall be incorporated into the design.

2. The standards in this ordinance apply only to new major development and are intended to minimize the impact of
stormwater runoff on water quality and water quantity in receiving water bodies and maintain groundwater recharge. The
standards do not apply to new major development to the extent that alternative design and performance standards are
applicable under a regional stormwater management plan or Water Quality Management Plan adopted in accordance with
Department rules. - '

Section 4: Stormwater Management Requirements for Major Development

A. The development shall incorporate a maintenance plan for the stormwater management measures incorporated into
the design of a major development in accordance with Section 10.

B. Stormwater management measures shall avoid adverse impacts of concentrated flow on habitat for threatened and
endangered species as documented in the Department’ Landscape Project or Natural Heritage Database established
under N.J.S.A. 13:1B-15.147 through 15.150, particularly Helonias bullata (swamp pink) and/or Clemmys
muhlnebergi (bog turtle).

C. The following linear development projects are exempt from the groundwater recharge, stormwater runoff quantity,
and stormwater runoff quality requirements of Sections 4.F and 4.G:



The construction of an underground utility line provided that the disturbed areas are revegetated upon
completion;

The construction of an aboveground utility line provided that the existing conditions are maintained to the
maximum extent practicable; and

The construction of a public pedestrian access, such as a sidewalk or trail with a maximum width of 14
feet, provided that the access is made of permeable material,

D. A waiver from strict compliance from the groundwater recharge, stormwater runoff quantity, and stormwater runoff
quality requirements of Sections 4.F and 4.G may be cbtained for the enfargement of an existing public roadway or
railroad; or the construction or enlargement of a public-pedestrian access, provided that the following conditions
are met: '

1.

The applicant demonstrates that there is a public need for the project that cannot be accomplished by any
other means; :

The applicént demonstrates through an alternatives analysis, that through the use of nonstructural and
structural stormwater management strategies and measures, the option selected complies with the

requirements of Sections 4.F and 4.G to the maximum extent practicable;

The applicant demonstrates that, in order to meet the requirements of Sections 4.F and 4.G, existing
structures currently in use, such as homes and buildings, would need to be condemned; and

The applicant demonstrates that it does not own or have other rights to areas, including the potential to
obtain through condemnation lands not falling under D.3 above within the upsiream drainage area of the
receiving stream, that would provide additional opportunities to mitigate the requirements of Sections 4.F
and 4.G that were not achievable on-site.

E. Nonstructural Stormwater Management Strategies

L.

To the maximum extent practicable, the standards in Sections 4F and 4.G shall be met by incorporating
nonstructural stormwater management strategies set forth at Section 4.E into the design. The applicant shall identify
the nonstructural measures incorporated into the design of the project. If the applicant contends that it is not feasjble
for engineering, environmental, or safety reasons to incorporate any nonstructural stormwater management
measures identified in Paragraph 2 below into the design of a particular project, the applicant shall identify the
strategy considered and provide a basis for the contention.

Nonstructural stormwater management strategies incorporated into site design shall:

a. Protect areas that provide water Quality benefits or areas particularly suscéptib]e to erosion and sediment loss;

b. Minimize impervious surfaces and break up or disconnect the flow of ranoff over impervious surfaces;

¢. Maximize the protection of natural drainage features and vegetation;

o

[¢)

- Minimize the decrease in the "time of concentration” from pre-construction to post construction. "Time of
concentration” is defined as the time it takes for runoff to travel from the hydraulically most distant point of the
watershed to the point of interest within a watershed;

- Minimize land disturbance including clearing and grading;

Minimize soil compaction;



8 Provide low-maintenance landscaping that encourages retention and planting of native vegetation and
minimizes the use of lawns, fertilizers and pesticides;

h. Provide vegetated open-channel conveyance systems discharging into and through stable vegetated areas;

1. Provide other source controls to prevent or minimize the use or exposure of pollutants at the site, in order to
prevent or minimize the release of those pollutants into stormwater runoff. Such source controls include, but are
ot limited to:

(1) Site design features that help to prevent accumulation of trash and debris in drainage systems, including
features that satisfy Section 4.E.3. below;

(2) Site design features that help to prevent discharge of trash and debris from drainage systems;

(3) Site design features that help to prevent and/or contain spills or other harmful accumulations
of pollutants at industrial or commercial developments; and '

(4) When estabiishing vegetation after land disturbance, applying fertilizer in accordance with the
requirements established under the Soil Erosion and Sediment Control Act, N.J.S,A. 4:24-39 et seq.,
and implementing rules. :

3. Site design features identified under Section 4.E.2.1.(2) above shall comply with the following standard to control
passage of solid and floatable materials through storm drain inlets. For purposes of this paragraph, “solid and
- floatable materials” means sediment, debris, trash, and other floating, suspended, or settle able solids. For

. exemptions to this standard see Section 4.E.3.¢ below. o

a. Design engineers shall use either of the following grates whenever they use a grate in pavement or another
ground surface to collect stormwater from that surface into a storm drain or surface water body under that
grate:

(1) The New Jersey Department of Transportation (NIDOT) bicycle safe grate, which is  described in
Chapter 2.4 of the NJDOT Bicycle Compatible Roadways and Bikeways Planning and Design Guidelines
(April 1996); or

(2) A different grate, if each individual clear space in that grate has an area of no more than seven (7.0)
square inches, or is no greater than 0.5 inches across the smallest dimension. :

Examples of grates subject to this standard include grates in grate inlets, the grate portion (non-curb-opening portion) of
combination inlets, grates on storm sewer manholes, ditch grates, trench grates, and grates of spacer bars in slotted
drains. Examples of ground surfaces include surfaces of roads (including bridges), driveways, parking areas, bikeways,
plazas, sidewalks, lawns, fields, open channels, and stormwater basin floors. : :

b. Whenever design engineers use a curb-opening inlet, the clear space in that curb opening (or each individual
clear space, if the curb opening has two or more clear spaces) shall have an area of no more than seven (7.0)
square inches, or be no greater than two (2.0) inches-across the smallest dimension. S L

c. This standard does not apply:

(1) Where the review agency determines that this standard would cause inadequate hydraulic performance
that could not practicably be overcome by using additional or larger storm drain inlets that meet these
standards;

(2) Where flows from the water quality design storm as specified in Section 4.G.1 are conveyed through any
device (e.g., end of pipe netting facility, manufactured treatment device, or a catch basin hood) that is



designed, at a minimum, to prevent delivery of all solid and floatable materials that could not pass through
one of the following:

(a) A rectangular space four and five-eighths inches long and one and one-half inches wide (this
option does not apply for outfall netting facilities); or

(b) A bar screen having a bar spacing of 0.5 inches.

(3) Where flows are conveyed through a trash rack that has parallel bars with one-inch (1) spacing between
the bars, to the elevation of the water quality design storm as specified in Section 4.G.1; or

(4) Where the New Jersey Department of Environmental Protection determines, pursuant to the New Jersey
Register of Historic Places Rules at N.J.A.C. 7:4-72(c), that action to meet this standard is an
undertaking that constitutes an encroachment or will damage or destroy the New Jersey Register listed
historic property.

4. Any land area used as a nonstructural stormwater management measure to meet the performance standards in Sections
4.F and 4.G shall be dedicated to a government agency, subjected to a conservation restriction filed with the
appropriate County Clerk’s office, or subject to an approved equivalent restriction that ensures that measure or an
equivalent stormwater management measure approved by the reviewing agency is maintained in perpetuity.

5. Guidance for nonstructural stormwater ménagement strategies is available in the New Jersey Stormwater Best

Management Practices Manual. The BMP Manual may be obtained from the address identified in Section 7, or
found on the Department’s website at Www.njstormwater.org,

F. Erosion Control, Groundwater Recharge and Runoff Quantity Stand afds

" 1. This subsection contains minimum design and performance standards to control erosion, encourage and control
‘infiltration and groundwater recharge, and control stormwater runoff quantity impacts of major development.

a. The minimum design and performance standards for erosion control are those established under the Soil
Erosion and Sediment Control Act, N.J.S.A. 4:24-39 et seq. and implementing rules.

b. The minimum design and performance standards for groundwater récharge are as follows:

(1) The design engineer shall, using the assumptions and factors for stormwater runoff and groundwater
recharge calculations at Section 5, either: '

(a) Demonstrate through hydrologic and hydraulic analysis that the site and its stormwater
: gh hy 2 Y
management measures maintain 100 percent of the average annual pre-construction
groundwater recharge volume for the site; or

(b) Demonstrate through hydrologic and hydraulic analysis that the increase of stormwater runoff
~ volume from pre-construction to post-construction for the 2-year storm is infiltrated.

(2) This groundwater recharge requirement does not apply to projects within the “urban redevelopment area,”
or to projects subject to (3) below. :

(3) The following types of stormwater shall not be recharged:

(a) Stormwater from areas of high pollutant loading. High pollutant loading areas are areas in
industrial and commercial developments where solvents and/or petroleum products are
loaded/unloaded, stored, or applied, areas where pesticides are loaded/unloaded or stored; areas
where hazardous materials are ekpected to be present in greater than “reportable quantities” as
defined by the United States Environmental Protection Agency (EPA) at 40 CFR 302.4; areas
where recharge would be inconsistent with Department approved remedial action work plan or



(b) landfill closure plan and areas with high risks for spills of toxic materials, such as gas stations
and vehicle maintenance facilities; and

(b) Industrial stormwater exposed to “source material.” “Source material” means any material(s) or
machinery, located at an industrial facility that is directly or indirectly related to process,
manufacturing or other industrial activities, which could be a source of pollutants in any
industrial stormwater discharge to groundwater. Source materials include, but are not limited to,
raw materials; intermediate products; final products; waste materials; by-products; industrial
machinery and fuels, and lubricants, solvents, and detergents that are related to process,
manufacturing, or other industrial activities that are exposed to stormwater.

(4) The design engineer shall assess the hydraulic impact on the groundwater table and design the site so as to
avoid adverse hydraulic impacts. Potential adverse hydraulic impacts include, but are not limited to,
exacerbating a naturally or seasonally high water table so as to cause surficial ponding, flooding of
basements, or interference with the proper operation of subsurface sewage disposal systems and other
subsurface structures in the vicinity or down gradient of the groundwater recharge area.

¢. In order to control stormwater runoff quantity impacts, the design engineer shall, using the assumptions and
factors for stormwater runoff calculations at Section 5, complete one of the following: ‘

(1) Demonstrate through hydrologic and hydraulic analysis that for stormwater leaving the. site, post-
construction runoff hydrographs for the two, 10, and 100-year storm events do not exceed, at any point in
time, the pre-construction runoff hydrographs for the same storm events; -

(2} Demonstrate through hydrologic and hydraulic analysis that there is no increase, as compared to the pre-
construction condition, in the peak runoff rates of stormwater leaving the site for the two, 10, and 100-
year storm events and that the increased volume or change in timing of stormwater runoff will not
increase flood damage at or downstream of the site. This analysis shall include the analysis of impacts of
existing land uses and projected land uses assuming full development under existing zoning and land use
ordinances in the drainage area,

(3) Design stormwater management measures so that the post-construction peak runoff rates for the 2, 10 and
100 year storm events are 50, 75 and 80 percent, respectively, of the pre-construction peak runoff rates.
The percentages apply only to the post-construction stormwater runoff that is attributable to the portion of
the site on which the proposed development or project is to be constructed. The percentages shall not be
applied to post-construction stormwater runoff into tidal flood hazard areas if the increased volume of
stormwater runoff will not increase flood damages below the point of discharge; or

(4) In tidal flood hazard areas, stormwater runoff quantity analysis in accordance with (1), (2} and (3) above
shall only be applied if the increased volume of stormwater runoff could increase flood damages below
the point of discharge.

2. Any application for a new agricultural development that meets the definition of major development at Section 2
shall be submitted to the appropriate Soil Conservation District for review and approval in accordance with the
reqmrements of thlS section and any applicable Soil Conservation District guidelines for stormwater runoff |
quantity and erosion control. For the purposes of this section, agrlcultural development™ means land uses
normally associated with the production of food, fiber and livestock for sale. Such uses do not include the
development of land for the processing or sale of food and the manufacturing of agriculturally related products,

G. Stormwater Runoff Quality Standards

1. Stormwater management measures shall be designed to reduce the post-construction load of total suspended solids
(TSS) in stormwater runoff by 80 percent of the anticipated load from the developed site, expressed as an annual
average. Stormwater management measures shall only be required for water quality control if an additional 1/4-acre of
impervious surface is being proposed on a development site. The requirement to reduce TSS does not apply to any
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storm water runoff in a discharge 'regufated under a numeric effluent [imitation for TSS imposed under the New Jersey
Poliution Discharge Elimination System (NJPDES) rules, N.J.A.C. 7:14A, orin a discharge specifically exempt under
a NJPDES permit from this requirement. The water quality design storm is 1.25 inches of rainfall in two hours, Water
quality calculations shall take into account the distribution of rain from the water quality design storm, as reflected in
Table 1. The calculation of the volume of runoff may take into account the implementation of non-structural and
structural stormwater management measures.

Table 1: Water Quality Design Storm Distribution
0 0.0000 65 0.8917
5 0.0083 70 0.9917
10 0.0166 75 1.0500
15 0.0250 80 1.0840
20 . 0.0500 85 1.1170
25 0.0750 S0 1.1500
30 0.1000 ' 95 1.1750
35 0.1330 100 1.2000 )
40 0.1660 . 105 1.2250 %
45 0.2000 110 1.2334
50 0.2583 115 1.2417
55 0.3583 120 1.2500
60 0.6250

. For purposes of TSS reduction calculations, Table 2 below preseﬁts the presumed removal rates for certain BMPs

designed in accordance with the New Jersey Stormwater Best Management Practices Manual. The BMP Manual
may be obtained from the address identified in Section 7, or found on the Department’s website at
www.njstormwater.org. The BMP Manual and other sources of technical guidance are listed in Section 7. TSS
reduction shall be calculated based on the removal rates for the BMPs in Table 2 below. Altérnative removal rates
and methods of calculating removal rates may be used if the design engineer provides documentation
demonstrating the capability of these alternative rates and methods to the review agency. A copy of any approved
alternative rate or method of calculating the removal rate shall be provided to the Department at the following
address: Division of Watershed Management, New Jersey Department of Environmental Protection, PO Box 418

Trenton, New Jersey, 08625-0418.

If more than one BMP in series is necessary to achieve the required 80 percent TSS reduction for a site, the
applicant shall unhze the followmg formula to calculate TSS reduction:

R=A+B-(AXB)/100

Where .

R = total TSS percent load removal from application of both BMPs, and

A = the TSS percent removal rate applicable to the {irst BMP

B = the TSS percent removal rate applicable to the second BMP



Table 2: TS5S Removal Rates for BMPs
Bicretention Systems 90
Constructed Stormwater 90
Wetland
Extended Detention Basin 40-60
Infiltration Structure 80
Manufactured Treatment See Section 6.C
Device
$and Filter ) 80
Vegetative Filter Strip 60-~-80
Wet Pond 50-50

. If there is more than one onsite drainage area, the 80 percent TSS removal rate shall apply to each drainage

area, unless the runoff from the subareas converge on site in which case the removal rate can be demonstrated
through a calculation using a weighted average.

- Stormwater management measures shall also be designed to reduce, to the maximum extent feasible, the post-

construction nutrient load of the anticipated load from the developed site in stormwater runoff gencrated from
the water quality design storm. In achieving reduction of nutrients to the maximum extent feasible, the design
of the site shall include nonstructural strategies and structural measures that optimize nutrient removal while
still achieving the performance standards in Sections 4.F and 4.G. '

. Additional information and examples are contained in the New Jersey Stormwater Best Management Practices

Manual, wh1ch may be obtalned from the address identified in Section 7.

. In accordance with the deﬁnmon of FW1 at N.JA.C. 7.9B-1.4, stormwater management measures shall be

designed to prevent any increase in stormwater runoff to waters classified as FW1.

. Special water resource protection areas shall be established along all waters des:gnated Category One at

N.J.A.C. 7:9B, and pérennial or intermittent streams that drain into or upstream of the Category One waters as
shown on the USGS Quadrangle Maps or in the County Soil Surveys, within the associated HUC14 drainage
area. These areas shall be established for the protection of water quality, aesthetic value, exceptional
ecological significance, exceptional recreational significance, exceptional water supply significance, and
exceptional fisheries significance of those established Category One waters. These areas shall be designated
and protected as follows:

a. The applicant shall preserve and maintain a special water resource protection area in accordance with
one of the following:



(1) A 300-foot special water resource protection area shall be provided on each side of the
waterway, measured perpendicular to the waterway from the top of the bank outwards or from
the centerline of the waterway where the bank is not defined, consisting of existing vegetation
or vegetation allowed to follow natural succession is provided. (2) Encroachment  within
the designated special water resource protection area under Subsection (1) above shall only be
aliowed where previous development or disturbance has occurred (for example, active
agricultural use, parking area or maintained lawn area). The encroachment shall only be
allowed where applicant demonstrates that the functional value and overali condition of the
special water resource protection area will be maintained to the maximum extent practicable. In
no case shall the remaining special water resource protection area be reduced to less than 150
feet as measured perpendicular to the top of bank of the waterway or centerline of the
waterway where the bank is undefined. All encroachments proposed under this subparagraph
shall be subject to review and approval by the Department. - :

b. All stormwater shall be discharged outside of and flow through the special water resource protection
area and shall-comply with the Standard for Off-Site Stability in the “Standards For Soil Erosion and
Sediment Control in New Jersey,” established under the Soil Erosion and Sediment Control Act,
N.J.S.A. 4:24-39 et seq.

c. If stormwater discharged outside of and flowing through the special water resource protection area
cannot comply with the Standard For Off-Site Stability in the. “Standards for Soil Erosion and
Sediment Control in New Jersey,” established under the Soil Erosion and Sediment Control Act,
N.J.S.A. 4:24-39 et seq., then the stabilization measures in accordance with the requirements of the
above standards may be placed within the special water resource protection area, provided that:

(1) Stabilization measures shall not be placed within 150 feet of the Category One waterway;

(2) Stormwater associated with discharges allowed by this section shall achieve a 95 percent TSS
post-construction removal rate;

(3) Temperature shall be addressed to ensure no impact on the receiving waterway;

(4) The encroachment shall only be allowed where the applicant derponstrates that the functional
value and overall condition of the special water resource protection area will be maintained
to the maximum extent practicable; ‘

(5) A conceptual project désign meeting shall be held with the appropriate Department staff and
Soil Conservation District staff to identify necessary stabilization measures; and

(6) All encroachments proposed under this section shall be subject to review and approval by the
Department.

d. A stream corridor protection plan may be developed by a regional stormwater management planning
committee as an element of a regional stormwater management plan, or by a municipality through an
adopted municipal stormwater management plan. If a stream corridor protection plan for a waterway
subject to Section 4.G(8) has been approved by the Department of Environmental Protection, then the
provisions of the plan shall be the applicable special water resource protection area requirements for
that waterway. A stream corridor protection plan for a waterway subject to G.8 shall maintain or
enhance the current functional value and overall condition of the special water resource protection area
as defined in G.8.a. (1) above. In no case shall a stream corridor protection plan allow the reduction of
the Special Water Resource Protection Area to less than 150 feet as measured perpendicular to the
waterway subject to this subsection.

e. Paragraph G.8 does not apply to the construction of one individual single family dwelling that is not
part of a larger development on a lot receiving preliminary or final subdivision approval on or before
February 2, 2004, provided that the construction begins on or before February 2, 2009,



Section §: Calculation of Stormwater Runoff and Groundwater Recharge

A. Stormwater runoff shall be calculated in accordance with the following: -
1. The design engineer shall calculate runoff using one of the following methods:

a. The USDA Natural Resources Conservation Service (NRCS) methodology, including the NRCS
Runoff Equation and Dimensionless Unit Hydrograph, as described in the NRCS National
Engineering Handbook Section 4 — Hydrology and Technical Release 55 — Urban Hydrology for
Small Watersheds; or

b. The Rational Method for peak flow and the Modified Rational Method for hydrograph computations.

2. For the purpose of calculating runoff coefficients and groundwater recharge, there is a presumption that the pre-
construction condition of a site or portion thereof is a wooded land use with good hydrologic condition. The term
“runoff coefficient” applies to both the NRCS methodology at Section 5.A.1.a and the Rational and Modified
Rational Methods at Section 5.A.1.b. A runoff coefficient or 2 groundwater recharge land cover for an existing
condition may be used on all or a portion of the site if the design engineer verifies that the hydrologic condition
has existed on the site or portion of the site for at least five years without interruption prior to the time of
application. If more than one land cover have existed on the site during the five years immediately prior to the -
time of application, the land cover with the lowest runoff potential shall be used for the computations. In addition,
there is the presumption that the site is in good hydrologic condition (if the land use type is pasture, lawn, or
park), with ‘good cover (if the land use type is woods), or with good hydrologic condition and conservation
treatment (if the land use type is cultivation). '

3. In computing pre-construction stormwater runoff, the design engineer shall account for all significant land features
and structures, such as ponds, wetlands, depressions, hedgerows, or cu}verts that may reduce pre-constructlon
stormwater runoff rates and volumes.

4. In computing stormwater runoff from all design storms, the design engineer shall consider the relative stormwater
runoff rates and/or volumes of pervious and impervious surfaces separately to accurately compute the rates and
volume of stormwater runoff from the site. To calculate runoff from unconnected impervious cover, urban
impervious area modifications as described in the NRCS Technical Release 55 — Urban Hydrology for Small
Watersheds and other methods may be employed.

5. If the invert of the outlet structure of a stormwater management measure is below the flood hazard design flood
elevation as defined at N.JLA.C. 7:13, the design engineer shall take into account the effects of tail water in the
design of structural storimwater management measures.

B. Groundwater recharge may be calculated in accordance v.}ith the following:

. The New Jersey Geological Survey Report GSR-32 A Method for Evaluating Ground-Water Recharge Arcas in

© New Jersey incorporated herein by reference as amended and supplemented. Information regarding the
methodology is available from the New Jersey Stormwater Best Management Practices Manual; at
http://www state.nj.us/dep/njgs/; or at New Jersey Geological Survey, 29 Arctic Parkway, P.O. Box 427 Trenton,
New Jersey 08625-0427; (609) 984-6587.

Section 6: Standards for Structural Stormwater Management Measures

A. Standards for structural stormwater management measures are as follows:
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Structural stormwater management measures shall be designed to take into account the existing site conditions,
including, for example, environmentally critical areas, wetlands; flood-prone areas; slopes; depth to seasonal high
water table; soil type, permeability and texture; drainage area and drainage patterns; and the presence of solution-
prone carbonate rocks (limestone).

Structural stormwater management measures shall be designed to minimize maintenance, facilitate maintenance
and repairs, and ensure proper functioning. Trash racks shall be instailed at the intake to the outlet structure as
appropriate, and shall have parallel bars with one-inch (17) spacing between the bars to the elevation of the water
quality design storm. For elevations higher than the water quality design storm, the parallel bars at the outlet
structure shall be spaced no greater than one-third (1/3) the width of the diameter of the orifice or one-third (1/3)
the width of the weir, with a minimum spacing between bars of one-inch and a maximum spacing between bars of
six inches. In addition, the design of trash racks must comply with the requirements of Section 8.D.

Structural stormwater management measures shall be designed, constructed, and installed to be strong, durable,
and corrosion resistant. Measures that are consistent with the relevant portions of the Residential Site
Improvement Standards at N.J.A.C. 5:21-7.3, 7.4, and 7.5 shall be deemed to meet this requirement.

At the intake to the outlet from the stormwater management basin, the orifice size shall be a minimum of two and
one-half inches in diameter. '

Stormwater management basins shall be designed to meet the minimum safety standards for stormwater
management basins at Section 8,

Stormwater management measure guidélines are available in the New Jersey Stormwater Best Management
Practices Manual. Other stormwater management measures may be utilized provided the design engineer
demonstrates that the proposed measure and its design will accomplish the required water quantity, groundwater

; recharge and water quality design and performance standards established by Section 4 of this ordinance.

Manufactured treatment devices may be used to meet the requirements of Section 4 of this ordinance, provided

< thepollutant removal rates are verified by the New J. ersey Corporation for Advanced Technology and certified by

- the Department.

Section 7: Sources for Technicalj'Guidance

A. Technical guidance for stormwater ménagement measures can be found in the documents listed at 1 and 2 below,

which are available from Maps and Publications, New Jersey Department of Environmental Protection, 428 East
State Street, P.O. Box 420, Trenton, New Jersey, 08625; telephone (609) 777-1038.

L. Guidelines for stormwater management measures are contained in the New Jersey Stormwater Best Management

Practices . Manual, as amended. Information is provided on stormwater management measures such as:
bioretention systems, constructed stormwater wetlands, dry wells, extended detention basins, infiltration
structures, manufactured treatment devices, pervious paving, sand filters, vegetative filter strips, and wet pon_ds.

2. The New Jersey Department of Bnvironmental Protection Stormwater Management Facilities Maintenance

Manual, as amended.

B. Additional technical guidance for stormwater management measures can be obtained from the following:

1. The "Standards for Soil Erosion and Sediment Control in New Jersey" promulgated by the State Soil
Conservation Committee and inborporated into N.J.A.C. 2:90. Copies of these standards may be obtained
by contacting the State Soil Conservation Committee or any of the Soil Conservation Districts listed in
N.J.A.C. 2:90-1.3(a) 4. The location, address, and telephone number of each Soil Conservation District
may be obtained from the State Soil Conservation Committee, P.O. Box 330, Trenton, New Jersey

08625; (609) 292-5540;



2. The Rutgers Cooperative Extension Service, 732-932-9306; and

3. The Soil Conservation Districts listed in N.J.A.C. 2:90-1.3(a) 4. The location, address, and telephone
number of each Soil Conservation District may be obtained from the State Soil Conservation Committee,
P.O. Box 330, Trenton, New Jersey, 08625, (609) 292-5540.

Section 8: Safety Standards for Stormwater Management Basins

A. This section sets forth requirements to protect public safety through the proper design and operation of
stormwater management basins. This section applies to any new stormwater management basin.

B. Requirements for Trash Racks, Overflow Grates and Escape Provisions

1. A trash rack is a device designed to catch trash and debris and prevent the clogging of outlet structures.
Trash racks shall be installed at the intake to the outlet from the stormwater management basin to
ensure proper functioning of the basin outlets in accordance with the following:

a. The trash rack shall have parallel bars, with no greater than six inch spacing between the bars.

b. The trash rack shall be designed so as not to adversely affect the hydrauhc performance of the
outlet p1pe or structure.

¢. The average velocity of flow through a clean trash rack is not to exceed 2.5 feet per second
| under the full range of stage and discharge. Velocity is to be computed on the basis of the net
| area of opening through the rack.

d. The trash rack shall be constructed and installed to be rigid, durable, and éorrosion resistant,
and shall be designed to withstand a perpendicular live loading of 300 Ibs/ft sq.

2. An overflow grate is designed to prevent obstruction of the overflow structure. If an outlet structure has an
overflow grate, such grate shall meet the following requirements:

a. The overflow grate shall be secured to the outlet structure but removable for emergencies and
maintenance.

b. The overflow grate spacing shall be no less than two inches across the smallest dimension.

¢. The overflow grate shall be constructed and installed to be rigid, durable, and corrosion
resistant, and shall be designed to withstand a perpendicular live loading of 300 Ibs./ft sq.

3. For purposes of this paragraph 3, escape provisions means the permanent installation of ladders, steps, rungs, or
other features that provide easily accessible means of egress from stormwater management basins. Stormwater
management basins shall include escape provisions as follows:

a. If a stormwater management basin has an outlet structure, escape provisions shall be
incorporated in or on the structure. With the prior approval of the reviewing agency identified
in Section 8.C a freestanding outlet structure may be exempted from this requirement.

c. Safety ledges shall be constructed on the slopes of all new stormwater management basins having a
permanent pool of water deeper than two and one-half feet. Such safety ledges shall be comprised
of two steps. Each step shall be four to six feet in width. One step shall be located approximately
two and one-half feet below the permanent water surface, and the



d. second step shall be located one to one and one-half feet above the permanent water surface. See
Section 8.D for an illustration of safety ledges in a stormwater management basin. _

¢. In new stormwater management basins, the maximum interior slope for an earthen dam,
embankment, or berm shali not be steeper than 3 horizontal to 1 vertical.

C. Variance or Exemption from Safety Standards

1. A variance or exemption from the safety standards for stormwater management basins may be granted only

upon a written finding by the appropriate reviewing agency (municipality, county or Department) that the
variance or exemption will not constitute a threat to public safety.

D. Illustration of Safety Ledges in a New Stormwater Management Basin

Depicted is an elevational view.
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Section 9: Requirements for a Site Development Stormwater Plan

A. Submission of Site Development Stormwater Plan

1. Whenever an applicant seeks municipal appréval of a development subject to this ordinance, the applicant shall
submit all of the required components of the Checklist for the Site Development Stormwater Plan at Section 9.C
below as part of the submission of the applicant's application for subdivision or site plan approval,

2. The applicant shall demonstrate that the project meets the standards set forth in this ordinance.



3. The applicant shall submit three copies of the materials listed in the checklist for site development stormwater
plans in accordance with Section 9.C of this ordinance.

B. Site Development Stormwater Plan Approval

! The applicant's Site Development project shall be reviewed as a part of the subdivision or site plan review process
| by the municipal board or official from whom municipal approval is sought. That municipal board or official
shall consuit the engineer retained by the Planning and/or Zoning Board (as appropriate) to determine if all of the
checklist requirements have been satisfied and to determine if the project meets the standards set forth in this
ordinance.

C. Checklist Requirements

The following information shall be required:

1. Topographic Base Map

The reviewing engineer may require upstream tributary drainage system information as necessary. It is
recommended that the topographic base map of the site be submitted which extends a minimum of 200 feet
beyond the limits of the proposed development, at a scale of 1"=200' or greater, showing 2-foot contour
infervals. The map as appropriate may indicate the following: existing surface water drainage, shorelines, steep
slopes, soils, erodible soils, perennial or intermittent streams that drain into or upstream of the Category One
waters, wetlands and flood plains along with their appropriate buffer strips, marshlands and other wetlands,
pervious or vegetative surfaces, existing man-made structures, roads, bearing and distances of property lines,
and significant natural and manmade features not otherwise shown. :

2. Environmental Site Analysis

- A written and graphic description of the natural and man-made features of the site and its environs. This
o description should include a discussion.of soil conditions, slopes, wetlands, waterways and vegetation on the
: site. Particular attention should be given to unique, unusual, or environmentally sensitive features and to those
} that provide particular opportunities or constraints for development.

3. Project Description and Site Plan(s)

A map (or maps) at the scale of the topographical base map indicating the location of existing and proposed
buildings, roads, parking areas, utilities, structural facilities for stormwater management and sediment control,
and other permanent structures. The map(s) shall also clearly show areas where alterations occur in the natural
terrain and cover, including lawns and other landscaping, and seasonal high ground water elevations. A written
description of the site plan and justification of proposed changes in natural conditions may also be provided.

4. Land Use Pianning and Source Control Plan

This plan shall provide a demonstration of how the goals and standards of Sections 3 through 6 are being met.
The focus of this plan shall be to describe how the site is being developed to meet the objective of controlling
groundwater recharge, stormwater. quality and stormwater quannty problems at the source by land
management and source controls whenever p0551ble

S. Stormwater Management Facilities Map

The following mformatmn illustrated on a map of the same scale as the topographic base map, shall be
included:

a. Total area to be paved or built upon, proposed surface contours, land area to be occupied by the
stormwater management facilities and the type of vegetation thereon, and details of the proposed plan
to control and dispose of stormwater.



b. Details of all stormwater management facility designs, during and after construction, inchuding
discharge provisions, discharge capacity for each outlet at different levels of detention and
emergency spillway provisions with maximum discharge capacity of each spillway.

6. Calculations

a. Comprehensive hydrologic and hydraulic design calculations for the pre-development and post-
development conditions for the design storms specified in Section 4 of this ordinance.

b. When the proposed stormwater management control measures (e.g., infiltration basins) depends
on the hydrologic properties of soils, then a soils report shall be submitted. The soils report shall
be based on onsite boring logs or soil pit profiles. The number and location of required soil
borings or soil pits shall be determined based on what is needed to determine the suitability and
distribution of soils present at the location of the control measure.

7. Maintenance and Repair Plan

The design and planning of the stormwater management facility shall meet the maintenance requirements of
Section 10.

8. Waiver from Submission Requirements

The municipal official or board reviewing an application under this ordinance may, in consultation with the
municipal engineer, waive submission of any of the requirements in Sections 9.C.1 through 9.C.6 of this
ordinance when it can be demonstrated that the information requested is impossible to obtain or it would create
a hardship on the applicant to obtain and its absence will not materially affect the review process.

' Section 10: Maintenance and Repair
A. Applicability

1. Projects subject to review és in Section 1.C of this ordinance shall comply with the requirements of
Sections 10.B and 10.C. |

B. General Maintenance

1. The design engineer shall prepare a maintenance plan for the stormwater management measures
incorporated into the design of a major development.

2. The maintenance plan shall contain specific’ preventative maintenance tasks and schedules; cost
estimates, including estimated cost of sediment, debris, or trash removal; and the name, address, and
telephone number of the person or persons responsible for preventative and corrective maintenance
(including replacement). Maintenance guidelines for stormwater management measures are available
in the New Jersey Stormwater Best Management Practices Manual. If the maintenance plan
identifies a person other than the developer (for example, a public agency or homeowners’
association) as having the responsibility for maintenance, the plan shall include documentation of
such person’s agreement to assume this responsibility, or of the developer’s obligation to dedicate
stormwater management facility to such person under an applicable ordinance or regulation.

3. Responsibility for maintenance shall not be assigned or transferred to the owner or tenant of an
individual property in a residential development or project, unless such owner of tenant owns or
leases the entire residential development or project.



T S,

4.If the person responsible for maintenance identified under Section 10.B.2 above is not a public
agency, the maintenance plan and any future revisions based on Section 10.B.7 below shall be
recorded upon the deed of record for each property on which the maintenance described in the
maintenance plan must be undertaken.

5. Preventative and corrective maintenance shall be performed to maintain the function of the
stormwater management measure, including repairs or replacement to the structure; removal of
sediment, debris, or trash; restoration of eroded areas; snow and ice removal: fence repair or
replacement; restoration of vegetation; and repair or replacement of non-vegetated linings.

6. The person responsible for maintenance identified under Section 10.B.2 above shall maintain a
detailed log of all preventative and corrective maintenance for the structural stormwater
management measures incorporated into the design of the development, including a record of all
inspections and copies of all maintenance-related work orders.

7. The person responsible for maintenance identified under Section 10.B.2 above shall evaluate the
effectiveness of the maintenance plan at least once per year and adjust the plan and the deed as
needed. :

8. The person responsible for maintenance identified under Section 10.B.2 above shall retain and make
available, upon request by any public entity with administrative, health, environmental, or safety
authority over the site, the maintenance plan and the documentation required by Sections 10.B.6 and
10.B.7 above. - '

9. The requirements of Sections 10.8.3 and 10.B.4 do not apply to stormwater management facilities
that are dedicated fo and accepted by the municipality or another governmental agency.

10. In the event that the stormwater management facility becomes a danger to public safety or public
health, or if it is in need of maintenance or repair, the municipality shall so notify the responsible
person in writing. Upon receipt of that notice, the responsible person shall have fourteen (14) days
to effect maintenance and repair of the facility in a manner that is approved by the municipal
engineer or his designee. The municipality, in its discretion, may extend the timé¢ allowed for
effecting maintenance and repair for good cause. If the responsible person fails ‘or refuses to
perform such maintenance and repair, the municipality or County may immediately proceed to do
so and shall bill the cost thereof to the responsible person.

B. Nothing in this section shall preclude the municipality in which the major development is located from requiring the
posting of a performance or maintenance guarantee in accordance with N.J.S.A. 40:55D-53.

Section 11: Penalties

Any person who erects, constructs, alters, repairs, converts, maintains, or uses any building, structure or land in
violation of this ordinance shall be subject to the following penalties: A fine, not in excess of $500.00. Each day that
a violation shall continue shall constitute a separate violation.

Section 12; Effective Date
This ordinance shall take effect immediately upon the approval by the county review agency, or sxty {60) days from
the receipt of the ordinance by the county review agency if the county review agency should fail to act.



Section 13: Severabifity

If the provisions of any section, subsection, paragraph, subdivision, or clause of this ordinance shall be Jjudged
invalid by a court of competent jurisdiction, such order of judgment shall not affect or invalidate the remainder of
any section, subsection, paragraph, subdivision, or clause of this ordinance.

BE IT FURTHER ORDAINED that;

1. Any prior Ordmances or part thereof, which is inconsistent with the provisions of this Ordinance, is hereby
repealed to the extent of the inconsistency.

3. This Ordinance shall take effect upon final adoption and publication as required by Law.

Dated: April 19, 2007

APPROVED: ﬁlﬁ&o

Peter C. Elco, Mayor

ATTEST: / f',(,u 4 /; Z

Carie A. Crone, Acting Municipal Clerk

Passed on first reading at a work and regular meeting of the Municipal Councit held on April 4, 2007,
Laid over and advertised for public hearing and final adoption on April 19, 2007. Notice is hereby
given that the foreqoing Ordinance was approved for final adoption by the Municipal Council
of the City of Absecaon at a work and regular meeting held on April 19, 2007.
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CITY OF ABSECON

ORDINANCE 13.2005

AN ORDINANCE AMENDING THE CODE OF THE CITY OF ABSECON, CHAPTER
224, LAND USE AND DEVELOPMENT, ARTICLE XXIV, PERFORMANCE
GUARANTIES AND IMPROVEMENT COSTS, SECTION 176, PERFOMANCE

GUARANTIES, PARAGRAPH B AND C.

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE CITY -
OF ABSECON CITY, NEW JERSEY that Chapter 224, be amended as follows:

(b)

()

Performance guaranties shall be submitted in favor of the City of Absecon
in an amount not to exceed 120% of the cost of installation of
improvements it may deem necessary or appropriate, including streets,
grading, pavement, gutters, curbs, sidewalks, street lighting, shade trees,
surveyor's monuments, water mains, culverts, storm sewers, sanitary
sewers or other means of sewage disposal, drainage structures, erosion
control and sedimentation control devices, public improvements of open

- space and in the case of site plans, other on-site improvements and

landscaping. Ten percent of the total performance guaranty shall be in
cash, deposited with the Chief Financial Officer of the City and the
remaining 110% shall be in a form acceptable to the City Attorney. In the
event the cost of improvements, as determined by the City Engineer,
exceed $2,000,000, the entire Performance Guaranty may be in the form
of a bond or other security, at the discretion of the City Council. The form
and content of the bond must be acceptable to the City Attorney. Such
guaranties may be usable at any point by the City for the nonperformance
of the applicant. Such guaranties shall run for a period of 18 months,
subject to extension by the City Council for additional periods of 18
months as deemed necessary by the City.

If the required improvements are not completed or corrected in
accordance with the performance guaranties within the time iimit or
extension, the obligor and surety shall be liable thereon to the city for all
réasonable costs of improvements not installed and upon receipt of the
proceeds thereof, the City shall install such improvements. In the event
the performance guaranty has no cash on deposit with the City due to the
total cost of improvements exceeding $2,000,000 pursuant to paragraph
(B) above, the city will have the right to charge the applicant all fees
incurred by the City in pursuit of the surety for performance under the
bond.



BE IT FURTHER ORDAINED that:

1. Any Ordinance or parts of ordinances that are inconsistent with the
provisions of this Ordinance are hereby repealed to the extent of any such
inconsistency.

2. This ordinance shall take effect upon final adoption and publication as
required by Law.

DAT_ED: October 6, 20_05 :

SIGNED:

Peter C. Elco, Mayor

ATTEST: éz;,,,' [ ( %(@gg Acé‘quu(
arie A. Crone, Acting City Clerk

Passed on first reading at a work and reqgular meeting of the Municipal Coungil held on September
15. 2005. Laid over and advertised for public hearing and final adoption on Qctober 6, 2005,
Notice is hereby given that the foregoing Ordinance was approved for final adopticn by the
Municipal Councit of the City of Absecon at 2 work and reqular meeting held on October 6, 2003
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CITY OF ABSECON
ORDINANCE 05-2005
AN ORDINANCE AMENDING THE CODE OF THE CITY OF

ABSECON, CHAPTER 304, STREETS AND SIDEWALKS, ARTICLE 11,
CONSTRUCTION REPAIR, SECTION 14. PAYMENT OF COSTS.

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE
CITY OF ABSECON CITY, NEW JERSEY that Chapter 304, Article II be amended to add
sections 14(a) and 14({b) as follows:

Add: 304-14(2). Waiver of Sidewalk and/or Curbing

A. The requirement to install sidewalks and/or curbs may be waived by the City Council,
upon application from the owner/applican't where the owner/applicant has:

1) Provided for pedestrian movement through an equally acceptable open space, ator
near where sﬁewalk would trachtzonally be located, and

2) Demonstrated that sidewalks and/or curbs are not prevalent on the street frontage of
the block where the subject property exists.

B.  Each application shall be reviewed by the Clty Eng1nee1 and City Construction
Ofﬁcml and a recommendation forwarded to the Road Cornmittee of the City Council. The

Public W orks Committee shall review each Iecommendatlon to determine if

1) There 15 no reasonable likelihood of connechng 51dawa]ks and/or curbs being
- constructed in the foreseeable future, or

2) Sidewalks are not required for adequate pedestrian safety, or
3) Curbs are not required for surface drainage.

C. ~ Based on the review of the Public Works Committee, a recommendation will be
forwarded to the City Council either supporting or denying the application for waiver.

Add: 304-1 4(5). Inspection Fee
A. All applications for waiver, pursuant to 304-14(a), of sidewalk and/or curb

installation require a 3200 inspection fee for each property. This inspection fee is non-
refundable regardless of whether the City approves or denies the request for a waiver



BE IT FURTHER ORDAINED that:

I Any Ordinance or parts of ordinances, which are inconsistent with the provisions -~
of this Ordinance, are hereby repealed to the extent of any such inconsistency.

2. This ordinance shall take effect upen final adoption and publication as required by
Law.

DATED: May 19,2005

i’eter _C. Elco, Maydr

ATTEST: / [ /7 oo, Dop (M os £

Carie A. Crone, Deputy Municipal Clerk

Passed on first reading at a wofk and reqular :ﬁeetinq of the Municipal Council beld on May 5,

. 2005. Laid over and advertised for public hearing and final adoption on May 19, 2005. Notice is

hereby given that the foregoing Ordinance was approved for final adoption by the Municipal
Council of the City of Absecon at a work and reqular rne_etinq held on May 19, 2005.

/
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CITY OF ABSECON
ORDINANCE 10-2004

AN ORDINANCE AMENDING AND SUPPLEMENTING THE CODE OF THE CITY OF
ABSECON, CHAPTER 224, LAND USE AND DEVELOPMENT, ARTICLE XVIH,
AMENDING SECTION 108. NON-CONFORMING USES AND STRUCTURES.

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE
CITY OF ABSECON CITY, NEW JERSEY that Chapter 224, Section 108 be amended and
supplemented to add section (1} as follows:

Add: 224-108 A (1): Exception: An exsting single family dwelling on a lot with pre- -
existing non-conforming lot area, lot width or lot depth may be expanded provided the
proposed building expansion does not increase the pre-existing non-conforming sethacks
and provided that the proposed building expansion conforms to the required building

~ setbacks, building and site coverage requirements and height requirements of the district.

BE IT FURTHER ORDAINED that:

1. Any Qrdinance or parts of ordinances, which are inconsistent with the provisions
of this Ordinance, are hereby repealed to the extent of any such inconsistency.

2, This ordinance shall take effect upon final adoption and pubhcatlon as requlred by
Law.

DATED: November 4, 2004

SIGNED&/@‘ Cé(/p/

Peter C. Elco, Mayor

ATTESTAMA, //w @M CLK.

Carie A. Crone, Deputy Municipal Clerk

Passed on first reading ata work and reqular meeting of the Municipal Council held on
October 7. 2004. Amended at the work and reqular meeting of October-21, 2004 Laid
over and advertised for public hearing and final adoption on November 4, 2004,

Notice is hereby given that the foreqoing Qrdinance was approved for final adoption by
the Municipal Council of the Cily of Absecon at a work and reqular meeting held on
November 4, 2004.







Amending/Supplementing underlined in bold

CITY OF ABSECON
ORDINANCE 05-2004

AN ORDINANCE AMENDING AND SUPPLEMENTING THE CODE OF THE CITY OF
ABSECON, CHAPTER 224, LAND USE AND DEVEL OPMENT, ARTICLE Ii. DEFINITIONS
AND WORD USAGE, SECTION 224-5, ARTICLE 1V, R-1LOW-DENSITY RESIDENTIAL
DISTRICT, SECTION 224-8 AND 224-11,

ARTICLE V. R2 MODERATE-DENSITY RESIDENTIAL DISTRICT, SECTION 224-15,

- ARTICLE VI. R3 MEDIUM-DENSITY RESIDENTIAL DISTRICT, SECTION 224-22

NOW THEREFORE, BE iT ORDAINED BY THE MUN!"CIPAL COUNCIL OF THE CITY OF
ABSECON CITY, NEW JERSEY that the Code of the- City of Absecon, Chapter 224 be
amended and supplemented as follows:

ARTICLE 1It. DEFINITIONS AND WORD USAGE.
SECTION 224-5. Definitions

Deck — A porch without a roof,

Porch = A roofed open structure projecting from the exterlor of the wall and having at
least 70% of the total area of the vertical planes forming its perimeter uriobstructed in -
any mariner between floor and ceiling. Sunrooms and similar structures would not
apply. (No windows allowed). Insect screening is allowed on rear and side setback
porches only. :

ARTICLE 1V, R-1 LOW-DENSITY RESIDENTIAL DISTRICT
SECTION 224-8. Area, yard and bulk reguiations

H. A porch or deck may protrude into any setback a maximum of 8 feet.

SECTION 224-11 Landscaping, buffers and fences.

G. Fences or walls shall be permitted, provided that:

(2) No portion of any fence or wall shall be more than 4 feet from natural grade, except that
privacy fences shall be aliowed, provided that they are limited to the rear and side property
line and do not extend beyond the front building line of the principal structure. Such fences
shall not exceed 6 feet in height from the natural grade. A corner lot may also be allowed
to have a 6 feet fence to the front property line of the established rear yard, with a 10
feet setback from the property line.




ARTICLE V. R-2 MODERATE-DENSITY RESIDENTIAL DISTRICT
SECTION 224-15. Areg, yard and bulk regulations.

E. Frontyard setback: 25 feet minimum, principal and accessory buildings. In the case of
corner lots, all yards fronting on a street will be considered front yards, and one site yard will
be considered a rearyard. A porch or deck may protrude into a setback of maximum of
8 feet,

F. Side yard setback: 10 feet minimum each for principal and accessery buildings, except
storage sheds, which must have a four-foot minimum setback. A porch or deck may
protrude into a setback of maximum of 4 feet.

G. Rear yard setback; 15 feet minimum for principal buildings: 10 feet minimum for
accessory buildings, except for storage sheds, which must have a three-foct minimum
setback. A porch or deck may profrude into a setback of maximum of § feet.

ARTICLE VI. R-3 MEDIUM-DENSITY RESIDENTIAL DISTRICT -
SECTION 224-22. Area, yard and bulk regulations.

E. Front yard setback: 20 feet minimum, principal and accessary buildings. In the case of
corner lots, ali yards fronting on a sireet wrii be considered front yards and one side yard will
pe considered a rear yard. A porch or deck may protrude into a setback of maxnmum of
8 feet, -

G. Rear yard setback: 15 feet minimum for prhdpél buildings, five feet minimum for
accassory buildings and three feet minimum for storage sheds. A porch or deck may
proirude into a setback of maximum of 5 feet,

Dated: March 18, 2C04

Approved: Of’ @ éﬁ

Peter C. Elco, Mayor

Attest:%zéjcmé ma}Q’ Z/_[;«M/ %%C‘

Barbara J. Virden RMC, Municipal Clerk

Passed on first reading at a work and regular meeting of the Municipa!l Council held on March
18. 2004. Laid over and advertised for public hearing and final adoption on April 1. 2004,
Notice is hereby aiven that the foregoing Ordinance was approved for final adoption by the
Municipal Councit of the City of Absecon at a work and reqular meeting held on April 1,.2004.




CITY OF ABSECON
ORDINANCE 4 - 2004

AN ORDINANCE ADOPTING A REDEVELOPMENT PLAN FOR THE
| CENTRAL BUSINESS DISTRICT

WHEREAS, pursuant to the provisions of N.J.S.A. 40A:12A-1 et seq., the
Council of the City of Absecon by Reselution No. 117-2003, commissioned
Remington, Vernick & Walberg Engineers, licensed Professional Planners in the
State of New Jersey, to prepare a Redevelopment Plan for an area of the City
generally bounded by Church Street to the north, the eastern boundary line of
Block/Lot 161-1, Block/Lot 160/8 and Station Avenue to the east, the southern
line of New Jersey Avenue to the south and the western line of School Street to
the west (specifically Block/Lot 161/1, Block/Lot 161/1, Block/Lot 180/8 and
portions of Church Street, Schoo! Street, New Jersey Avenue and Mechanic
Street); said area being known as "Area 1" of a larger area which was
determined by the Governing Body via Resolution No. 209-2000, dated
November 16, 2000, to be "An Area in Need of Redevelopment” pursuant to the
New Jersey Local Redevelopment and housing law and referred to herein as the
"CBD Redevelopment Area™ and '

WHEREAS, Remington, Vernick and Walberg, Engineers, prepared a document
entitied Redevelopment Plan: Redevelopment Area #1, CBD Redevelopment
Area, Absecon, New Jersey and did submit same to the Planning Board; and

WHEREAS, at its duly noticed mesting of October 14, 2003 the Planning Board
heard a presentation of the Redevelopment Plan; and

WHEREAS, the Planning Board held a public hearing on the Redevelopment
Plan on November 25,2003 - which public hearing included receiving comments
from those members of the general public in attendance; and

WHEREAS, after full discussion and consideration of the contents of the
Redevelopment Plan, which consideration included the comments from those
members of thie general pablic; the Planning Board issued a Review of the
Redevelopment Plan, the review was dated November 21, 2003; and

WHEREAS, the Municipal Council received the Review of the Redevelopment
Plan and on February 5, 2004 did determine and declare the Redevelopment
Plan to be consistent with the City's Master Plan.

NOW, THEREFORE BE IT RESOLVED, the Municipal Council of the City of
Absecon ordains:

Section 1. That pursuant to N.J.S.A. 40A:12A-4 (@a)3)and NJ.SA.
40A:12A-7, the Redevelopment Plan for the Central Business District is hereby
adopted .






Section 2. Itis hereby found that the above referenced Redevelopment
Plan meets the criteria for adoption of a Redevelopment Plan as set forth in
N.J.S.A 40A:12A-7, and as further specified in the Redevelopment Plan itself.

Section 3. it is hereby found that the above referenced Redevelopment
Plan is consistent with the City of Absecon Master Plan.

Section4. The Absecon City Zoning Map, is hereby amended to
incorporate the Redevelopment Area, which shall be designated thereon as the
Downtown Redevelopment Area. .

Section 5. The provisions of the Redevelopment Plan shall supersede
the provisions of the development regulation of the City of Absecon to the extent

set forth in the Redevelopment Plan, ' :

' Section 8. Al Ordinances or part of this'Ordinance, which are -
inconsistent with the provisions of this Ordinance are, to the extent of such
inconsistency, hereby repealed. :

' Section 7. Should any section, sentence, clause, phrase, provision or
application of this Ordinance be declared unconstitutional, or invalid by a Court of
competent jurisdiction, such a decision shall not affect the remaining portions of
this Ordinance.

Section 8.  This Ordinance shall take effect upon final passage,
adoption and publicatién on'a manner prescribed by law. '

Section 9. The complete Redevelopment Plan will be filed and available
for inspection in the office of the City Clerk in the City of Absecon,

Dated: February 18, 2004

Attest: 4 - / _/fww Lol fx«/ﬁ

Carie A. Crong, Deputy Cferk

Passed on first reading at a work and regular meeting of the Municipal Council held on February
19, 2004, Laid over and advertised for public hearing and fina! adoption on March 4, 2004.
Notice-is hereby-given that the-foregeing Ordinance was approved for final adoption by

the Municipal Council of the City of Absecon at a work and reqular meeting held on

March 4, 2004. '
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Additions are bolded.
CITY OF ABSECON

ORDINANCE 2042003

AN ORDINANCE AMENDlNG AND SUPPLEMENTING THE CODE OF THE CITY OF
ABSECON, CHAPTER 224, LAND USE AND DEVELOPMENT, ARTICLE XXVI,
SECTION 195. FEES AND ESCROWS, TO ADD PARAGRAPHS K AND L

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE
CITY OF ABSECON CITY, NEW JERSEY that Chapter 274 be arnended and supplemented -
to add paragraphs K and L as follows: .

e

K.  Special meetings requested by the applicant : $50.00 plus actual costs
incurred by the Planning Board. -

L Zoning permit application fee for fence erection or utility sheds less
than 100 square feet in area: $15.00.

BE IT FURTHER ORDAINED that: .

1. Any Ordinance-or pé:ts of ordinances which are inconsistent with the provisions
of this Ordinance are hereby repealed to the extent of any such inconsistency.

2. This ordinance shall take effect upon final adoption and publication as required by
Law. '

DATED: October 16, 2003

Peter C. Elco Mayor

ATTEbT\%@@: d%m) 77

Barbara J. Virden, RMC, Municipal Clerk

"Passed on first reading at a work and reqular meeting of the Municipal Council held on October 1o 2003

Laid aver and advertised. for public hearing and final adoption_on November 20, 2003. -

Natica is hereby given that the foregoing Ordinance was approvad for final adoption by the Municxoal
Council of the City of Absecon at a work and reqular meeting held on Novgmber 20. 2003,
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Additions are bolded.
AMENDED DELETIONS ARE STRIKE THROUGH

CITY OF ABSECON
ORDINANCE 14 - 2003
. AN ORDINANCE AMENDING AND SUPPLEMEN TING THE CODE OF THE CITY OF
‘ABSECON, CHAPTER 224, LAND USE AND DEVELOPMENT, ARTICLE ill DEFINITIONS
AND WORD USAGE, SECTION 5. DEFINITIONS.

NOW THEREFORE, BE IT ORDAINED BY THE MUNICIPAL COUNCIL OF THE CITY OF

* ABSECON CITY, NEW JERSEY that Chapter 224, Article IIT, Section 5 be amended and

supplemented as follows:

ACCESSORY BUILDING - A buddmg detached from and subordmate to the prmc ipal
building on the same lot, the use of which is customarily incidenta! to that of the
principal building, other than a storage shed as defined below. For R-1, R-2
and R-3 Zones the maximum gross floor area of all accessory buildings shall
not exceed:

For R-1: 10% of lot coverage or 1250 s.1. Wh:chever is less
For R-2: 10% of lot coverage or 1,000 s.f. whichever is less
For R-3: 12% of lot coverage or 780 s.f, whichever is less
And in no instance shall the gross floor area of all accessory
. Buildings on the site exceed 75%-of the gross floor area of the principal
building at the ground floor level and in no instance shall the Accessory
Building exceed the hewht of the prmmpal building.

GARAGE PRIVATE - An accessory bulldma to a dwelling unit which is used to
house up to three motor vehicles. It must meet the spemﬁcatlons of the size
for any other Accessory Bulldmg

BE IT FURTHER ORDAINED that:

i. Any Ordinance or parts of ordinances which are inconsistent with the provisions of this

_ Ordinance are hereby repealed to the extent of any such i mcons1stency
2. This ordinance shall take effect upon final adoption and pﬁblicatio_n as required by Law.
DATED: November 20, 2003

srcép: ;%: ;C{?c L

Peter C. Elco, Mayor

.AT'I'.EST %Méﬂt CLQ w‘—;(%/ %X’

Barbara J. Virden, RMC, Municipat Clerk’

Passed on first reading at a work and reqular meeting of the Municipal Council held on Navember 20, ﬁ003.
Laid over and advertised for public hearing and final adoption AS AMENDED on Degember 18, 2003.

MNotice is hereby given that the foreqaing Ordinance was approved for fingl adoption by the Mumcma[ Council of the C_\L
of Absacon at regular meeting held on December 18, 2003.
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